
Editor-less media file edi�ng

SonicAxiom's AVConvert
fast and easy audio and video (batch-)conversion via context-menu

This help document covers AVConvert version 2026-07-04. Note: Since major changes have been made to AVConvert's
internal structure in the last few releases, some features may not yet perform as expected.

Thank you for your interest in AVConvert,  a free, extremely fast and easy-to-use audio and video conversion and
edi%ng tool for Windows. Since its ini%al release in 2020, AVConvert has evolved into a Swiss-Army-knife of fast and
convenient media file edi%ng. This document
explains all AVConvert features and gives you
a lot of other useful informa%on and %ps for
handling  media files  efficiently.  AVConvert  is
based  on  the  free  FFmpeg  mul%media
framework (website: h�ps://www.ffmpeg.org)
and typically runs on 64-bit Windows systems.

AVConvert is dona�onware!

I'm  providing  this  u%lity  free  of  charge.  It
requires a considerable amount of  %me and
effort to maintain it. Therefore, if you find it
useful, please consider dona%ng an amount of
your  choice by  hi3ng the  PayPal  bu5on on
AVConvert's home  page (see  link  a few  lines  below).  Any  amount  is  very much appreciated and helps  me with
maintenance and development.

Suggested amounts are:
occasional user: 10 EUR - 10 $

frequent user: 25 EUR - 25 $

pro user: 50 EUR - 50 $

Please note that amounts below $5/€5 will be eaten up almost en%rely by PayPal's transac%on fee and the taxes I have
to pay on dona%ons, thus, you are only suppor%ng PayPal and the general public and not me! Thank you in advance for
your dona%on!

h5ps://www.audioworld.de/AudioWorld%20AVConvert_e.php

Transac%on page ID will read: YQRRP2HQ5CQN2
Payment reference: AW VST plugin

The unusual concept behind AVConvert

AVConvert adds various edi%ng and conversion op%ons to the right-click context-menu of video, audio and some image
file formats in Windows Explorer. Using AVConvert, you can convert media files from one media format to another and
do a lot  of  other  useful  and crea%ve things  simply by  right-clicking  the files  in Windows Explorer.  This  makes it
extremely fast and convenient. No need to launch and configure a dedicated applica%on and tweak se3ngs in order to
accomplish lots of  tasks. Whether you wanna convert  a  single  or hundreds of  files  at  once,  the conversion only
requires highligh%ng the desired file(s) in Explorer and then picking the desired op%on in the context-menu. Be aware
that the simultaneous conversion of many media files, notably video files, can slow down or even en%rely freeze your
computer! If you want to convert mul%ple files simultaneously, all highlighted files must usually have the same file
extension. An important fact to know is that AVConvert always works non-destruc%vely and will never alter original
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files! It will also never overwrite source files. Processed files will always get a meaningful suffix added to the original
file name. In some cases, they will get stored in the source file's folder, on other occasions they will get stored in a
dedicated sub-folder in order to keep source files and output files separated.

Lossless video edi�ng

There are  two methods  you can use to  edit  video files:  You can do it  losslessly  or you can use recompression.
AVConvert has been designed to complete tasks as fast and unintrusively as possible. And by fast I mean really fast, not
2 or 4 %mes faster than real %me but 200 %mes faster! This may be a whole new experience for you if you are used to
work with tradi%onal video edi%ng apps. In contrast to most of these (even commercial ones), AVConvert accomplishes
many edi%ng tasks losslessly! Lossless video edi%ng is the way to go when you want to edit very fast. In fact, lossless
video edi%ng means two very cool things:

1. Image and sound quality of the source media file are not changed the slightest bit when performing such a process -
even when performing those processes repeatedly!

2. Extreme processing speeds! These speeds are achieved by the fact that relevant data is simply copied directly from
the source file into the des%na%on file at maximum hard drive speed instead of using recompression where every pixel
of every video frame has to be recalculated, i. e. it is magnitudes faster than video recompression can be even on
extremely powerful computers. This makes AVConvert a good choice when edi%ng video on older computers and
laptops or notebooks with less CPU power which do use fast SSDs for data storage. Obviously, the more powerful the
computer, the faster AVConvert will be.

So, essen%ally, lossless edi%ng has two major benefits for you: It preserves video and audio quality 100 % and it saves a
lot of %me. This is one of the very rare win-win situa%ons! Once you have experienced the astonishing edi%ng speeds
of AVConvert and also its ease of use vs. the edi%ng and rendering speed of your typical video editor in a variety of
situa%ons, you will see how useful it will be for you for your future projects at least for some tasks.

Also, when working in regular video edi%ng programs, many processes require considerable knowledge of how to go
about, some considerable prepara%on %me arranging everything on the %meline, a lot of parameter tweaking and also
a considerable amount of %me to render. With AVConvert, when performing one of its lossless video edi%ng op%ons,
even when dealing with huge source files that are dozens of GB in size, processes  require only a few seconds to

complete!  If  you  use  M.2  NVMe  SSD  drives,  AVConvert's  lossless  video  edi%ng  op%ons  will  get  carried  out  at
read/write speeds of around 6 GB/s!

The following edi%ng processes can be carried out losslessly in AVConvert:

• batch-trimming video footage (shorten original clips)
• changing the aspect ra%o of video footage like going from 16:9 to 22:10 or 4:3 - any AR permuta%on between

1:1 and 70:70 is possible (note that this can only be done with videos encoded using the very common h.264
codec)

• demul%plex video and audio into separate files
• mul%plexing (merging, interleaving) separate video and audio files into a single video file
• extrac%ng all audio streams from a video
• replacing audio streams in a video or adding new audio streams to a video regardless whether the video

already had audio streams in it or not
• fixing annoying lip-sync a/v offsets
• changing the frame rate of video footage (for example, going from 30 fps to 24 fps, slowing the video down)
• concatena%ng video clips which share the same media parameters
• correc%ng the aspect ra%o of stretched or squeezed video footage

If you want to experience the full edi%ng power of AVConvert aNer having it registered on your system as described in
the "Installa�on" sec%on of this help file, put a bunch of video clips into a folder. All  videos are required to have
matching media file proper%es like those stemming from the same camera. Videos can be in MKV or MOV format. If
they happen to be in MP4 format, right-click one of them, choose "AVConvert - losslessly transcode video(s) to MKV …"
and then click on "transcode all videos in folder" and use the resul%ng MKV files for the test.  Transcoding is also
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lossless and, thus, very fast. Now, right-click a music file on your hard drive - preferably one that has at least the length
of all video test clips combined and choose "AVConvert - memorize this file's name". This music file will serve as our
music bed for the final video. Next, right-click one of the MKV or MOV files (does not have to be a specific one) and go
to "AVConvert - resize MKV(s), add overlays, batch-process …" and then click on "A5. batch-resize MKVs, rand. GOP-

trim, concat, mux audio". Now, just wait a few minutes depending on how many clips you have. AVConvert will do the
en%re video edi%ng process for you automa%cally! It will (in one pass)

• (if desired) resize all clips to the output resolu%on set in AVC configura%on panel
• even without resizing, shrink file sizes to 1/6th typically without introducing visual artefacts
• inject  i-frames  (fully encoded frames)  approximately  every second and also at  every scene change (very

beneficial with regard to lossless edi%ng later on)
• if one or more overlays have been specified and enabled, superimpose overlays
• discard  b-frames  which  are  known  to  cause  glitches  during  video  edi%ng/concatena%on  in  favour  of

unproblema%c p-frames

All these steps are carried out in a single lossy process - the only one tolerated in the en%re procedure - in order to
keep recompression artefacts at a minimum. From this point onward, all remaining steps will be performed losslessly
and, thus, at extreme speed (50-300x playback speed!). AVConvert will proceed and

• trim each video clip randomly to one of the lengths within the range of lengths specified by the user in AVC's
configura%on panel (default range is 3-6 GOPs which represents 3-6 seconds, assuming the footage has i-
frames occurring every second). This random trimming mimics what you would typically do manually while
assembling a video from lots of video clips in a video editor - only much faster and losslessly

• losslessly concatenate all randomly trimmed clips in a ma5er of a few seconds
• losslessly underlay the custom audio file you memorized earlier (typically background music). The music bed

will  automa%cally  fade out right  before the end of the concatenated video, auto-adap%ng to the video's
length

With a single click, you automa%cally accomplished what would normally take you at least half an hour in a regular
video editor (probably a lot more than that, though, especially when you are dealing with 1000 video clips). On top of
this, changes you'd like to make to the order of the clips only requires you to open, edit and save the plain text file and

then  to  re-launch  the  fast  concatena%on
process.  It  will  again complete in a ma5er  of
seconds.  It's  important  to  understand  how
beneficial  this  workflow  is!  Changes  can  be
made  much  faster  and  without  physically
nudging  stuff  around  on  a  %me  line  with  a
significant  poten%al  of  messing something up
and  these  changes  s%ll  always  retain  quality
100 %! Every %me, changes will be carried out
at  the maximum speed of  your hard drive as
opposed to rendering which is CPU-dependent.

In  no  %me,  you  can  watch  your  video  clips
merged  into  a  movie  and  the  varying  clip

lengths  give  the  impression  that  someone  had  done  %me-consuming  manual  trimming/edi%ng  on  them.  This
"preview" video even includes background music! In order to create such a music bed file, AVConvert offers a very
convenient 1-click movie-music-bed-crea%on feature that merges your desired music files with radio-like transi%ons.
Everything is so fast that you can easily test out different crea%ve things.

During the development of AVConvert, I was surprised to learn how many lossless video edi%ng op%ons exist! They are
just never exploited in common video editors. By combining those lossless op%ons in smart ways, you can achieve very
complex and pro-looking results very fast. In fact, it's so fast that you can oNen literally just try stuff out to see what
the result will look like without having to wait any longer than a few seconds! These are things one typically hesitates
to do in a regular video editor because of the long %me it takes.
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In case you launch one of the processes that involve resizing or adding overlays in AVConvert, every video frame has to
be re-calculated just like in any other video app. In most cases, audio is s%ll just copied over without any quality loss.
Such a video recompression process will take the same %me it takes in any other video editor, however, all relevant
parameters are preset in a way that user interven%on is hardly ever necessary and quality loss is compensated for by a
slightly  increased  output  bitrate.  AVConvert  lets  you  focus  on  the  crea%ve  part  without  the  need  of  tweaking
parameters in order to accomplish the goal.

Besides the context-menu entries it provides and three parameter panels,  AVConvert provides no edi%ng %meline
window or preview. This is fairly uncommon but exactly on purpose and oNen also simply more straighRorward and
much more efficient! A fast workflow requiring minimal user interven%on was one of the main goals I had in mind
when I came up with the idea of a context-menu-driven media conversion/edi%ng u%lity. You will quickly no%ce and
appreciate  the  benefits  of  this  approach  in
many situa%ons since it totally avoids having
to  open  files  in a  dedicated applica%on and
messing with parameters. Typically, you simply
trigger  a  desired  op%on  directly  from  the
context-menu  and  are  done  with  the  task.
Many  parameters  and  preferences  can  be
accessed  and  tweaked  by  right-clicking  the
desktop  background  and  then  choosing
"AVConvert  -  open configura�on panel". Use
your media player as a previewing device to
determine in and out points when trimming
videos, for example.
I'd like to point out that AVConvert is far from
being  able  to  do  everything  conven%onal
video editors can do! However, in contrast to
these,  it  can  accomplish  many  things  much
faster and losslessly. You can create impressive, professionally-looking videos without ever having to open a single clip
in a video editor! With AVConvert, you can perform "editor-less media file edi�ng".

What AVConvert  cannot do currently is fading in and out video clips, adding fancy transi%oning effects or allowing
extensive colour grading or image correc%on. If your video clips require such tweaking before being assembled into a
final video, use a dedicated video edi%ng soNware to accomplish these tasks.
Note: Windows Explorer comes with a file highligh%ng limita%on. By default, for security and performance reasons,
Windows will prevent you from performing batch-processes on more than 15 highlighted files. You can get rid of this
limita%on by browsing to AVConvert's sub-folder labelled "REGs" and then double-clicking the reg file named "show

context menu when up to 500 files are selected.reg". This procedure will raise the limita%on to 500 selected files. Be
careful when highligh%ng a lot of files and then triggering a very CPU-hungry media file conversion op%on involving
resizing or overlaying since it may render the system unresponsive. By default, FFmpeg will try to use all the system
resources  available,  possibly  stalling  other  processes  you are  running in  parallel.  For  video  rendering,  I  suggest
highligh%ng no more than 15 video files at the same %me on a current (2025) computer. For audio format conversions,
you may get away with a lot more files, though, since those conversions are much less CPU-hungry.

 If you are looking for help, you can either read through this document or have it read to you aloud by launching the
audio narra%on help playlist from the folder/desktop background "AVConvert - applica�on se3ngs ..." context menu.
There's also a plain text help file specifically laid out for visually impaired users (may not always be up to date).

How does AVConvert work?

AVConvert is currently bundled with 2 versions of FFmpeg (v.5.1.2. and v.8). This is due to the fact that some scripts are
not compa%ble with newer ffmpeg versions. Star%ng with version 2025-06-13, AVConvert uses Python for displaying its
configura%on panels. Star%ng with AVConvert version 2026-05-02, mkvmerge.exe is also bundled in order to provide
perfectly glitch-free video concatena%on.
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In order to add entries into the context-menus on Windows computers, commands have to be added to the Windows
registry. This is what happens when you register AVConvert on your system as described in the next sec%on. Once
registered,  clicking  on  one of  the newly  available  context-menu  entries  for media files  executes  the underlaying
FFmpeg batch commands. FFmpeg will then carry out the chosen task.

Note that FFmpeg typically maxes out the CPU cores it decides to use even though my commands tell it to run at low
priority. This may interfere with other running processes (slowing them down, causing glitches with simultaneous
audio/video playback, etc.). By tweaking CPU core affinity for FFmpeg and the processes which are disrupted by it, you
can improve the responsiveness of the computer. Using a task manager replacement like System Informer (free, open-
source), you can set the CPU core affini%es separately per process and the se3ngs will be retained permanently. Try
se3ng CPU core affini%es in a way that demanding processes use complementary CPU cores.

Registra�on process

In order to make AVConvert's context-menus available on your computer:

1. Download the latest "SonicAxioms AVConvert.zip" via the following link:
h5ps://www.audioworld.de/SonicAxioms%20AVConvert.zip

2. AVConvert has been designed to work reliably when the en%re AVConvert folder from the zip file is extracted
to the root of your opera%ng system par%%on which gives C:\AVConvert. In case your opera%ng system is not
located  on the  C:\ par%%on,  replace  C with the drive le5er  of  your  opera%ng system's  par%%on.  Other

loca�ons have not been tested and are not recommended!

3. Go into the AVConvert folder and double-click "register_AVConvert.bat". Wait for the process to terminate.
That's all. AVConvert context-menu entries are immediately available without reboo%ng the computer.
("Run as Administrator" is no longer required in order to properly register AVConvert, star%ng with v. 2026-
05-02.)

During the registra%on process which can take between 30 sec. and 1.5 mins. depending on the computer, please be
pa%ent and do not close the registering  window or else the registra%on process will  be incomplete!  If  this does
happen,  double-click  "register_AVConvert.bat"  again.  As  soon  the  registra%on  window  closes  itself,  AVConvert  is
opera%onal without re-boo%ng the computer.

Do not rename the AVConvert folder to something else!

AVConvert is no applica%on. Instead, a number of entries will get added to the Windows Registry in order to provide
context-menu entries for media file edi%ng and conversion.

Once properly registered, you can immediately enjoy conver%ng and edi%ng your media files via the right-click context-
menu. By right-clicking the empty area of a folder (folder background) or the desktop's background you can access
some of AVConvert's general (not media file-specific) op%ons, for example, by choosing "AVConvert - open parameter

configura�on panel".

NOTE: AVConvert cannot process remote files that are located in shared network folders! Copy those files to your local
hard drive and move them back aNer processing is finished.

Unregistering

To completely unregister AVConvert, you have three op%ons:

1. Double-click "unregister_AVConvert.bat" located in the AVConvert root folder
2.  Trigger  the  unregistering  process  from  AVConvert's  own  folder/desktop  background  context-menu  (under
"AVConvert - applica�on se3ngs …")
3.  Open  AVConvert's  parameter  configura%on  panel  (via  desktop  background  context-menu),  navigate  to  the
"AVConvert configura�on" menu entry, click on the unregistering bu5on and confirm your choice.
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Either way, all registry entries associated with AVConvert will be removed. As soon as the unregistering process has
completed (the corresponding window has closed itself), you can safely delete the en%re AVConvert folder incl. its
subfolders.

Upda�ng AVConvert

You don't really update a current AVConvert version but instead you remove it and then register the new package. So,
first go through the unregistering process as described under "Unregistering". Once unregistering is complete, you can
safely delete all files and subfolders inside the AVConvert root folder. Then, extract all files from the new version's zip
archive into the exis%ng AVConvert folder and double-click the new "register_AVConvert.bat".

AVConvert's default se8ngs

Whenever you perform lossless opera%ons in AVConvert such as transcoding, trimming, cropping and concatena%ng,
the quality of the original media file will be preserved 100 % since the process only involves copying data from the
source file(s) into the target file(s). However, when you trigger a lossy process (a process that includes re-compression
of the data), AVConvert  will  use pre-set,  customisable parameters that it looks up in se3ngs files or the Registry.
AVConvert stores some of its se3ngs in the AVConvert\Resources\USER sub-folder. By not dele%ng/overwri%ng the
files in this folder you can keep your custom se3ngs when upda%ng to a newer version of AVConvert.

Video output frame rate (default: 25 fps)

When registering AVConvert for the first %me or aNer upda%ng AVConvert incl.  overwri%ng the files located in the
AVConvert\Resources\USER sub-folder, video output frame rate will be set to 25 fps. You can change the video output
frame rate by right-clicking the empty background of a folder in Windows Explorer or the desktop background, clicking
on "AVConvert - open configura�on panel …" going to the "Video op�ons 1" tab and picking the preferred frame rate
from the corresponding drop-down menu. Hit  the save bu5on behind the drop-down menu in order to make the
change take effect. Like all other se3ngs, the custom frame rate will now remain effec%ve un%l you either change it
again or un%l the corresponding se3ng gets overwri5en during an update process of AVConvert.

GOP size (group of pictures, default: 1 s)

In a typical video file, not all  frames are fully encoded frames. Most frames contain only the differences in pixels
rela%ve to the last, preceding, fully encoded one in order to make the video file considerably smaller. While video files
can consist of only fully encoded frames ("all-I" encoding), this will render the video file much larger without visual
benefits. GOP size defines a group of pictures (video frames) spanning from one fully encoded frame (i-frame) to the
frame just before the next i-frame. GOP size is usually constant in a given video but can vary in length between videos.
The only reason you might wanna look at the GOP size is when you are planning to trim video footage losslessly (which
is  a  very good reason  to do so!).  Since video footage can only  be trimmed losslessly  at  i-frames, GOP size  (and
therefore i-frame frequency) becomes very relevant since it determines how accurately you can losslessly trim a video.
By default, when performing video re-compression, AVConvert injects i-frames once a second. When using the default
video compression codec h.246, AVConvert will insert addi%onal I-frames at scene changes which is also very beneficial
since it increases lossless trimming accuracy even further. By reducing GOP size, you increase i-frame frequency and,
thus, increase the accuracy with which you can later trim such footage losslessly. Minimum GOP size is 8 frames, which
results in an i-frame frequency of every 0.3 s, increasing lossless trimming accuracy to that same %ming. Largest GOP
size that can be set is 10 seconds which corresponds to one i-frame every 250 frames at a frame rate of 25 fps.

Video output resolu�on (default: 2160p)

AVConvert's default  video output resolu%on when performing lossy video  re-compression is  2160p (4k).  You  can
change this se3ng by right-clicking the desktop background and then choosing "AVConvert - open configura�on panel"
and then go to the "Video op�ons 1" tab. The op%ons are 720p (HD), 1080p (FullHD), 1440p (2k) and 2160p (4k).
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Default audio compression output bit rate

AVConvert's default audio bit rate when genera%ng an output file in a lossy, data-compressed audio format like M4A or
MP3 is 256 kbps which yields very good quality with regard to the output file size and does not produce no%ceable
audio compression artefacts. You can opt to change audio compression bit rate to 64, 96, 128, 192, 224, 256 or 320
kbps  via the context-menu entry "AVConvert  -  open configura�on panel"  accessible  by right-clicking  the desktop
background.

Text, logo and frame overlays

By default, AVConvert will not overlay anything over the video footage or s%ll images it processes. However, if desired,
you can opt to overlay a %tle image, a sta%on ID/logo/watermark image, decora%ve frames or text cap%ons. Overlay
files can be located anywhere on your hard drive. AVConvert  comes with a few sample overlay files located in ...
\AVConvert\Resources\Logos. Any image file you specify as one of the available overlay types will  be remembered
un%l you change it again and will get included in all subsequent output videos whenever you trigger a process that
involves video re-compression, unless you temporarily disable and later re-enable overlaying for the %tle and/or the
logo overlay separately in  AVConvert's configura%on panel.  By nature, overlays can't  get  included when triggering
lossless video edi%ng processes.

While  recording  your  screen  using  AVConvert's  own screen recording  feature,  overlays  can be  included into the
recorded video on-the-fly, provided these overlays had been specified and enabled prior to launching the recording
process. The you can also have the screen video rescaled on-the-fly while it's being recorded. As a result, your video is
virtually ready for delivery as soon as you stop the screen recording process! Only minor lossless trimming might be
necessary at the beginning and the end of the video and maybe you'd like to losslessly mux (merge) new audio into it
extremely fast.

While it's cool to be able to have %tle and logo overlays in a video, adding one or several decora%ve frame overlays
pushes your video aesthe%cs to the next level. Several videos can be arranged in different layouts next to each other
(see example images in this document). You only have to click once on all  desired elements in order to have their
names memorized. As a last step, specify a background image and choose the preferred image arrangement and
AVConvert  will  do  all  the  complex  calcula%ons  necessary  to  arrange  everything  for  you.  The  same  overlay
arrangements are also available when crea%ng s%ll image composi%ons. In order to specify a frame overlay, right-click
a png file, click on the context-menu entry "AVConvert - memorize this file's name ..." and then click on "as frame

overlay over en�re video canvas". The frame you specified will now get overlaid in all subsequent video recompression
processes. If you wanna disable a frame overlay, enter the same context-menu again and this %me pick "manage

memorized image overlay files ...". In the following console window, enter the number "4" in order to have the frame
overlay disabled.

Default CRF (constant rate factor)

AVConvert uses the constant rate factor (CRF) when conver%ng videos. This compression method will maintain the
desired image  quality  level  you specify  throughout the whole video by  constantly  varying the encoding bit  rate
efficiently  depending on the amount of  mo%on detected in the video frames. This  method is considerably  more
efficient than compressing video footage with a constant bit rate which usually wastes bits in less busy scenes and
suffers from bit rate being too small during busy scenes. CRF can have values from 1 to 51 with 1 resul%ng in the best
video quality (essen%ally lossless) but also in huge file sizes. Reasonable CRF values range from 15 to 35. AVConvert's
default  CRF  value  is  25 which  produces  very  good results  without  no%ceable  artefacts  while  file  sizes  are  kept
surprisingly small. You may wanna slightly lower the CRF value when rendering to smaller video output resolu%ons like
1440p (use CRF 23), 1080p (use CRF 21) or 720p (use CRF 19). For more on CRF, please refer to paragraph 2.7.

Default video compression codec (libx264)

By default, AVConvert uses the h.264 video codec to encode videos ("libx264" in FFmpeg). This robust and efficient
codec yields very good image quality and encodes rela%vely fast. However, you can also set AVConvert to use h.265,
VP9, h.264_qsv (using GPU instead of  CPU, if  available)  and AV1 (experimental,  encodes extremely slow!).  Some
codecs can be more efficient under certain circumstances, resul%ng in the same image quality at lower bit  rates,
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producing slightly smaller files that s%ll yield the same image quality. The amount of file size reduc%on can vary and
depends on the content of the video material. Note that h.264_qsv requires a GPU, either integrated into the main
CPU or available on a dedicated graphics card.

You can change the video codec used by AVConvert via the context-menu entry "AVConvert - open configura�on panel"
accessible via desktop background. AVConvert will automa%cally adjust the CRF value slightly in the background to
compensate for codec differences.

Background informa�on regarding media file conversion

Among other things, AVConvert allows you to convert your media files between the most common media file formats.
When conver%ng audio to audio, you can choose between various lossless and lossy formats. The lossless formats are
AIFF,  FLAC, TTA, WAV and WV.  Even repeated conversion between these formats does not lead to any change in
quality. The only disadvantage of lossless audio formats is that they require more storage space. The special feature of
the FLAC, TTA and WV format is that the audio data is also compressed but without any loss of audio quality much like
a zip file does not discard any informa%on from the documents stored in it when it shrinks them! The resul%ng audio
files are smaller as a result but are iden%cal in quality aNer being decompressed again. The reduc%on in file size is not
quite  as  significant  as  when  conver%ng  to  a
lossy audio format.

The lossy audio  formats  are AC3,  MP3,  M4A,
OGG,  OPUS,  CCITT  a-law,  and  CCITT  mu-law.
These  formats  technically  omit  sonic
components  of  the  original  audio  that  are
deemed  impercep%ble.  As  a  result,  less  data
needs to be stored and the resul%ng files are
significantly  smaller  than  the  uncompressed
versions.  However,  the  omi5ed  audio
informa%on  cannot  be  recovered,  even  when
conver%ng  back  to  an  uncompressed  format.
Moreover,  repeated  lossy  audio  compression
will  accumulate  quality  losses  of  each
conversion pass!

The uncompressed audio format WAV is the main audio format in AVConvert. WAV is best suited for post-processing
audio in an audio editor or in a Digital Audio Worksta%on (DAW). Even if the lost details of compressed audio files
cannot be recovered by conver%ng back to WAV, it is s%ll best prac%ce to convert lossy formats to WAV prior to post-
processing the material in an editor or a DAW.
Convert AC3, MP3, M4A, OGG, OPUS, TTA, FLAC, WavPack, AIFF, CCITT a-law and CCITT mu-law to WAV and vice-versa.
Exis%ng metadata (addi%onal informa%on and tags) present in the source files is transferred to the target file, provided
the target format supports the storage of such metadata.  In general,  you cannot convert  from any audio format
directly to every other format but you can always convert to WAV first and then to the desired target format.
Numerous video edi%ng func%ons in AVConvert are lossless for both the video and the audio data that is interleaved in
the video file! This is a major advantage of AVConvert over many other - even commercial - programs! In addi%on to
avoiding any loss of quality you also benefit from much faster processing %mes since, during lossless processes, source
data is  not recalculated or re-compressed but only directly copied without altera%on from the source file into the
target file at the maximum read and write speeds of the hard drive(s) which are especially high in the case of SSD or
M.2 NVMe drives. Triggering such processes is therefore not at all CPU-dependent which is also very beneficial when
working on slower older computers that don't have the specs to smoothly work in CPU-hungry video editor apps! The
greater the amount of data that is to be losslessly processed, the greater the amount of %me that is being saved
through  fast  transcoding  in  contrast  to  very  slow  and  quality-reducing  re-compression.  In  case  of  video  re-
compression, AVConvert uses the h.264 codec and the MKV video container by default which is currently the most
versa%le and compa%ble among all video containers. Set AVConvert to use the h.265 codec if you want to reduce
output file size even further with virtually no visual degrada%on.
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How did AVConvert come about?

Incidentally, I came up with the idea of crea%ng AVConvert during the Covid-19 lockdown in the summer of 2020 when
I was looking for a way to convert the oNen very unwieldy large 4k video files from my Olympus camera as quickly as
possible (preferably with a single click) into smaller, more manageable files without any perceivable loss of quality.
Since I'm running a recording studio, I  also constantly  have to convert  large amounts  of  media files between all
imaginable formats.

Here's another %me-saving %p. It affects the way you transfer image and video files from your camera to the computer. I automated
this process as follows:

ANer connec%ng my camera to the computer via USB, it is automa%cally recognized by a program called "USB Drive Le�er Manager"
and is always automa%cally assigned the same drive le5er which I  specified. Without this tool, Windows randomly assigns an
unpredictable drive le5er to it which greatly defeats any kind of automa%on of the process. Since the path to the camera's image
and video files is now always the same, I can use a batch file to trigger a copy command that transfers all media files from the
camera into a folder of my choice for reviewing. As soon as the copying process is complete, I double-click on a second batch file
which in a first step deletes all data on the camera in order to free up the storage space on the SD card and then automa%cally
"safely removes" the camera.

For this convenient procedure to work you need:

• USB Drive Le5er Manager
(h�ps://www.uwe-sieber.de/usbdlm_e.html)
The provider's homepage describes how to permanently assign desired drive le5ers to USB drives.

• HotSwap!
(h�p://mt-naka.com/hotswap/index_enu.htm)
This u%lity sits in the no%fica%on area at the bo5om right corner of the desktop and allows USB devices to be removed
much faster than when using the Windows USB device removal feature. Most notably, however, it can be controlled via
batch commands.

• First, create the batch file for copying the camera's media files to a loca%on on your hard drive/SSD. The copy process will
start aNer double-clicking on this file. To create a batch file, start by first crea%ng an empty plain text file (right-click in
Explorer - New - Text document). Paste the following command line into it and then save the file labelled something like
"Copy media files from camera.bat" (make sure to save using the file extension ".bat" instead of ".txt"!):

xcopy "O:\DCIM\100OLYMP\*.*" /S /E "E:\MediaTemp\" /-Y

This  command  lets  Windows  copy  all  files  from  the  source  path  "O:\DCIM\100OLYMP\"  to  the  target  folder  "E:

\MediaTemp\". You will be prompted with a warning message before files of the same name will be overwri5en in the
target path. You must adapt the source path and the target folder path to your requirements in the command and then
save the batch file. Create a shortcut to it on the desktop and double-click it whenever you want to copy files from your
connected camera to the computer. As soon as the copying DOS window closes, all media files (images and videos) have
been copied to the des%na%on folder.

• Launch an image viewer (I recommend using XnViewMP or FastStone Image Viewer) and browse through all the copied
images and videos to ensure all media files have been copied correctly.

• To delete all files in your camera and then safely remove it from the computer, create another batch file with the following
command:

del "O:\DCIM\100OLYMP\*.*"

"D:\portable apps\HotSwap\HotSwap!.EXE" O: -Q

• Adjust all  paths according to your requirements here as well! Edit the path to the loca%on of your HotSwap! u%lity and
adjust the expression "O:" to match your camera's drive le5er if it is not "O").

• Place a shortcut on the desktop for this batch file as well. If you now (aNer successfully copying and checking the data!)
want to delete the media files on the camera and remove the camera safely, simply double-click the batch file and wait
un%l all message windows have closed.
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• Finally,  I  would  like  to  recommend  the  old  but  s%ll  incomparably  useful  program  "Stamp  2.8"
(h�p://klingebiel.com/tempest/hd/stamp_versions.htm).  It's  an  automa%c,  intelligent  file  renaming  tool  specifically
designed to comfortably batch-rename large amounts of digital images. It can look up the crea%on date and %me as well
as other EXIF informa%on from the metadata stored in the digital images and put this informa%on into the file names.  File
names such as "2021-07-23 @ 15-04-29 - trip to Madrid with Dave.jpg" are way more meaningful than "DCF_030239.jpg".
Another benefit is that aNer renaming completes all media files will sort chronologically in Windows Explorer. It is then no
longer necessary to open an image in an image viewer only to find out what the image is about.

Let's get back to AVConvert: Output files are either saved in the same folder where the original source files are located
or in an appropriately named subfolder which is created automa%cally during processing. This happens notably when
batch-processing many files in order to keep those separate from the source files. To reduce the risk of file name
collisions, converted files' names will get meaningful suffixes appended to them, such as:

"Name of video.mkv" -> "Name of video - 1080 cr184 l.mkv" (video has been resized to 1080p, cropped by 184 pixels at
the top and the bo5om and a logo has been overlaid)

"Music.wav" -> "Music - 48k 24b.wav" (sample rate of the WAV file has been converted to 48k and the file's bit depth
has then been converted to 24 bit in a second conversion process)

"More music.mp3" -> "More music - leO channel only.mp3" (aNer extrac%ng leN audio channel of MP3 file)
If an already exis%ng file with the same target name is found on launching a conversion process, you can decide in the
DOS window whether the exis%ng file should be overwri5en or not by entering y for yes or n for no.

A large variety of parameters can be customised (cu3ng %mes, length of video sequences, display dura%on of %tle
overlays, display %me of images in slide-show videos, etc.). User input of the parameters is accomplished via simple
DOS prompts or via plain text files which AVConvert opens for you to edit trivial numbers. The entries you make here
are retained un%l you either change them again, perform a global parameter reset in the global se3ngs menu or go
through the AVConvert upda%ng process.

If you start a conversion process that is impossible to run or for which you specified incorrect parameters, the process
will abort immediately (DOS window will immediately close). An output file with a file size of 0 kB may be generated in
some cases. Delete the empty file and select a different conversion op%on or check if the parameters you had set were
incorrect. When entering user values into the parameter text files, care must be taken to not accidentally change the
suggested format of the parameter values and not to add addi%onal blank lines aNer the values.

For AVConvert to be able to create professional-grade video content, I thought it should meet at least the following
requirements:

1. It should be able to overlay a temporary %tle image (lower thirds) over video footage for an adjustable period
of %me. The user should also be able to choose whether the %tle image should appear and disappear abruptly
or fades in and out smoothly.

2. It  should be possible  to overlay a permanently  visible  custom sta%on ID/logo/watermark over the video
material.

3. It should be possible to overlay both the temporary %tle image and the permanent logo at the same %me.
4. It should dispose of an op%on to overlay a text cap%on over the video for an adjustable amount of %me.
5. The user should be able to overlay the temporary %tle overlay, the temporary text cap%on and the permanent

logo overlay all at the same %me.

Meanwhile, AVConvert meets all these criteria - and SO much more! Title image, text and logo overlays are possible, of
course, separately or simultaneously - even when crea%ng videos from individual JPG images incl. background music,
while slowly zooming into video footage or while recording your screen.

In the case of video, MKV is the main container in AVConvert and the MKV context-menu provides the most op%ons
among video formats. If an op%on does not exist in the MOV or MP4 context-menu, losslessly transcode the video
file(s) to MKV in an instant and then trigger the desired func%on from the MKV context-menu.
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Examples of image/video arrangements created with AVConvert

AVConvert allows you to create interes%ng, pro-looking image and video arrangements with very few clicks (usually
between 1 and 4). Here are a few examples of the results you can expect. Note that the provided %tle, logo and frame
overlay files are only meant to be taken as a star%ng point. You can alter them to suite your needs and taste or you can
come up with your own designs. In some cases, you have to respect specific "safe areas" in order to make media
content fit into the transparent parts of overlays. By combining overlay and stacking op%ons, you can produce even
more varia%ons. The following arrangements require only very few mouse clicks and no parameter tweaking.

decorative frame containing the lavender bar at the top and the city name
with the sketch on the left overlaid over a centre-cropped video or still

image

decorative frame mimicking an old 4:3 tv set overlaid over a centre-
cropped video or still image

video or still image (large) fitted into a frame mimicking a YouTube page video or still image fitted into a white frame superimposed over a custom,
blurred background image plus a custom logo

1 larger video or still image on the left next to 2 stacked images incl. a
custom, blurred background image plus a custom title and logo

3 centre-cropped videos or still images stacked horizontally incl. a
custom, blurred background image plus a custom title and logo
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All AVConvert context-menus explained

1. Context-menus when right-clicking audio files

1.1. "AVConvert - audio format conversion (lossy) ..."

This menu comes up when you right-click an audio file that is supported by AVConvert. You can convert audio files to
other audio formats. While the WAV context-menu offers entries for conversion to all possible target formats (lossy
and lossless), other audio formats may only offer a limited number of op%ons here but you can always convert from
any format to any other format by going via the WAV format. For example, if you want to convert from MP3 to M4A,
convert MP3 to WAV first and then convert the WAV file to M4A.

1.2a. "AVConvert - audio format conversion (lossless) ..."

This context-menu is only available for lossless audio format file types, notably for WAV files. In this context-menu, you
can convert WAV files losslessly into other lossless audio formats. You will also find op%ons to split mul%channel WAV
files into mul%ple separate stereo WAV files and to a stereo WAV file into two separate mono files, to combine two
mono WAV files into one stereo file or to convert an LR (leN-right) stereo file to MS (mid-side) stereo (or vice-versa).

Finally, you'll find an op%on that will aggregate the audio channels of two WAV files into a single file. The number of
channels of the output files is  the sum of the channels of  the input files. You can use this op%on repeatedly  to
aggregate  lots  of  audio  channels  in  a  single  mul%-channel  file.  Note  that  the  length  of  the  output  file  will  be
determined by the length of the shorter input file. To add addi%onal audio channels to an input file, right-click the file
of which you want to add the channels to the other file and click on "AVConvert - memorize this file's name". Then,
right-click the file that should get the channels added to it and choose "AVConvert - audio format conversion (lossless)"
and then, in the sub-menu, the op%on "aggregate audio channels of 2 WAV files into a single one".

1.2b. "AVConvert - concatenate all audio files in this folder incl. xfades ..."

This context-menu entry is available in the AIF, AIFF, AC3, AAC, FLAC, M4A, MP2, MP3, OPUS, WAVE and WV context-
menu and allows you to quickly create a music mix file where all audio files in a folder are concatenated in alphabe%cal
order incl.  smooth, radio-like cross-fades between them. The folder can contain any permuta%on of the file types
men%oned above and the process works regardless their individual audio file proper%es so you don't have to take care
of anything! This convenient feature is meant to quickly create music beds for videos o virtually any audio file type you
want to include. Just make sure to throw enough music files into the folder to cover the video's length en%rely. When
you later losslessly mux this file with your video file, it will get faded out automa%cally just before the end of the video.

1.3. "AVConvert - change sample rate or bit depth ..."

This feature is only available in the WAV context-menu and allows you to change the sample rate of audio files to
44.1 kHz, 48 kHz, 88.2 kHz or 96 k and vice versa.
The following op%ons allow you to change the bit depth of WAVE audio files to 16, 24 (both fixed) or 32 bit float and
vice versa.

1.4. "AVConvert - miscellaneous audio tasks ..."

This context-menu is available for several file types and allows extract only the leN or the right audio channel from a
stereo file. In the context-menu of AAC files you have the op%on to wrap (losslessly transcode) AAC audio into the M4A
container. In contrast to raw AAC files, M4A files support tagging and the use of replay gain. In the M4A context-menu,
you can choose to extract raw AAC from an M4A file.

Next, we the are two op%ons that allow you to re-order the audio channels of mul%-channel/surround audio files from
FL, FR, C, LFE, SL, SR (front leN, front right, centre, subwoofer, surround leN, surround right) to FL, C, FR, SL, SR, LFE
(and vice versa).
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The last two op%ons in this sec%on are only available in the WAV context-menu and allow you to create 4-channel true
stereo impulse files from regular stereo WAV impulse files (used in convolu%on reverb plugins in professional audio
edi%ng programs). You can opt for a channel sequence of LRLR or LRRL. If unsure, pick LRLR.

1.5. "AVConvert - memorize this files name"

This menu entry allows to memorize the path and name of an audio file to later use it with AVConvert (like merge it
losslessly with a video file).

1.6. "AVConvert - concatenate MP3 (or M4A or OPUS) files ..."

This menu entry only exists in the context-menu of MP3, M4A and OPUS files and allows you to losslessly concatenate
mul%ple of these files located the same folder, provided that they all share the same number of channels and the same
sample rate!

Prior to concatena�ng audio files, please make sure that none of the file names contains single quotes/apostrophes

and special  characters like umlauts or accents! FFmpeg cannot concatenate such files! (This rule also applies to

concatena�ng video files!)

Now, right-click one of the MP3/M4A/OPUS files and choose "AVConvert - concatenate MP3/M4A/OPUS files ..." and
then click on the first entry in the sub-menu "1. create list of all MP3/M4A/OPUS files in folder". A simple plain text file
will be created in the folder, lis%ng all  MP3/M4A/OPUS files' file names in alphabe%cal order. You may change the
order of entries in this file or delete entries if you wish. Save the text file aNer you have made the desired changes.
Then, right click an MP3/M4A/OPUS file, go to the same concatena%on sub-menu again and this %me click on "2.

concatenate MP3/M4A/OPUS files according to list". A new file will be created that includes all the files that are listed
in the text file. Make sure to only concatenate files that have the same sample rate and channel count or else the
resul%ng file might play back with very high level noise or not at all! A fast way to find out the sample rate of media
files is dragging and dropping them into the program window of MP3Tag.
Important no�ce: Please also make sure that no concatena%on file (for example "MP3s concat.mp3") is listed in the
concatena%on list  text  file  when  you  trigger  a  concatena%on process  because otherwise  the new concatena%on
process will a5empt to concatenate itself over and over again, causing the new concat file to grow un%l it eventually
fills up the en%re storage space on the drive.

1.7. "AVConvert - concat all audio files in this folder incl. xfade"

This entry is available in the context-menu of AAC, AC3, AIF, AIFF, FLAC, M4A, MP2, MP3, OPUS, WAV and WV files and
it allows you to concatenate all audio files of the men%oned file types that are ocated in that folder. The files are not
required to have any specific matching proper%es like sample rate, bit depth or channel count. They will be overlapped
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in order to create smooth, cross-faded transi%ons. This feature is meant to be used to create long music bed files of
your preferred music which can then be muxed with videos.

2. Context-menus when right-clicking video files (notably MKV files)

While all of the following context-menu entries are available in the MKV context menu, only few context-menu or sub-
menu entries may be available for other video file types. In order to get access to missing op%ons, losslessly transcode
the source video into the MKV container via the respec%ve transconding context-menu entry of the source video. If no
transcoding op%on is available for a specific video file format, there will be at least an op%on to convert the video to
MKV (which will require re-compression).

2.1. "AVConvert - audio format conversion ..."

In this menu you can convert the audio stream present in a video file to WAV, convert 2 or 3 stereo audio streams
present in the video file into either 2 or 3 separate stereo files or into a single 4- or 6-channel WAV file (useful when
dealing with mul%-channel OBS video files). You'll also find an op%on to convert the first audio stream in a video file to
to AAC format (in-place-audio conversion). The output video file will contain AAC audio instead of the original audio
while video quality remains en%rely untouched.
The following op%on A. allows you to scan an a video file in order to display its peak level.  Once the peak level is
shown, open "AVConvert's configura%on panel - Audio op%ons" and set an appropriate level while making sure that
the resul%ng level does not exceed -0.8 dB in
order to leave a li5le bit of headroom and avoid
clipping. Now, click op%on B. to apply the level
change  to  the  audio  inside  of  the  video  file
without altering the video data. The audio will
be converted to AAC during the process.
The last op%on in this menu allows to convert
up to 3 stereo audio streams present in a video
file into 3 separate WAV files.

2.2. "AVConvert - extract audio losslessly ..."

In  this sub-menu, you can extract  the original
audio stream(s) present in a video as separate
audio file(s)  with no quality  loss (i. e.  without
re-compression  or  conversion  to  another
format). Click on the first sub-menu entry to have all audio streams extracted. The files will have a suffix in their names
showing the stream number and the sample rate.

MXF files: If you right-click an MXF video file, you can choose to extract up to 2 audio streams from it and have them
saved as separate WAVE files.

Addi%onal op%ons in this sub-menu allow you to extract the 2nd and 3rd audio streams from audio-only MKV files. and
the last entry allows you to extract the first audio stream of an MKV file into an MKA container.

2.3. "AVConvert - fix a/v lip-sync offset / de-mux audio/video ..."

Open AVConvert's configura%on panel and go to the "Audio op�ons" tab. Here, you can specify the desired audio sync
offset value that AVConvert will use to shiN the audio forward or backwards in %me with respect to the video and
other audio streams that might be present in the video file in order to correct lip-sync errors. Nega%ve values will make
the audio play earlier. In case you are working on a video file containing only a single audio stream, click on "A1. apply

lip-sync offset set  in AVC config panel" sub-menu entry to launch the offse3ng process. The offset value will  be
appended to the output video's file name. In case the video file you are working on contains 2 audio stream, use either
op%on A2. or A3. in order to offset only the first or the second audio stream exclusively against the other streams.
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Op%ons B1. through B7. in this sub-menu deal with de-muxing (de-mul%plexing) audio and video data which means
de-interleaving/spli3ng video and audio data present in a video file into separate files for the respec%ve video and the
audio stream(s). You have to pick the correct audio stream type while doing this.  In order to check what types of
streams are present in the video file, right-click it and choose "AVConvert - open media file proper�es in text editor".

2.4. "AVConvert - losslessly add/replace audio ..."

This menu allows you to mul%plex (=combine/merge/interleave) an audio stream stored in a separate file with a video
file while either replacing exis%ng audio in the video file with the new audio or while keeping the video's audio and
adding the new audio to it. Quality remains en%rely untouched. If mul%ple audio streams are present in the input
video file and you choose the "replace audio" op%on, the new audio stream will replace all exis%ng audio streams.

The first menu entry allows you to replace exis%ng audio streams in a video with an audio file that you had earlier
right-clicked on and chosen "AVConvert - memorize this file's name". The audio file doesn't need to be located in the
video file's folder.
The second menu entry allows you to add the memorized audio file  ans a new stream to already exis%ng audio
streams in the video.

The next two op%ons allow you to change the sample rate of an audio stream inside a video file to 48 kHz, while either
conver%ng the audio format to AAC or to WAV.
The fiNh op%on allows you to add silent audio to a video file that has no audio stream yet.

2.5. "AVConvert - losslessly change AR or crop videos ..."

Note: Lossless cropping of video footage is only possible for video files encoded in h.264!

The first menu entry allows you to losslessly change the aspect ra%o of a video! This process is not only lossless but
also reversible! You can give your videos a cinema%c wide-screen look in just a few seconds and without quality loss by
cropping it to any aspect ra%o from 1:70 to 70:1. No black bars will be visible in the video footage unless you are
watching it in full-screen mode! The cropped por%ons will also not show once you re-compress such a video file (by
resizing it, by adding overlays, etc.) or when uploading it to YouTube.

When triggering the cropping op%on, the command prompt will ask you to specify the new horizontal and ver%cal
aspect ra%o. In case you entered values that result in widening the aspect ra%on, you will also get prompted to specify
the ver%cal loca%on of the crop by entering one of the choices you will be presented (crop keeping the top sec%on
intact in order to not crop people's heads, or crop ver%cally lower).

Example: ANer clicking on the cropping op%on, the prompt will ask you to enter the values for the desired aspect ra%o
width and the desired aspect ra%o height respec%vely. Let's assume you type in "22" (without the quotes) for the new
horizontal aspect ra%o an "9" (again without the quotes) for the new ver%cal aspect ra%o. In the next step, you can
specify the ver%cal cropping loca%on and once you made your choice, the source video will get cropped to 22:9. The
values for both horizontal and ver%cal aspect ra%o can range from 1 to 70 which allows you to produce any aspect ra%o
ever used in film, TV and photography. Since cropping video is a lossless process and accomplished extremely fast, you
can easily try different aspect ra%os to find out what your preferred look is.
Keep in mind that a losslessly cropped video actually s%ll contains all of the original video informa%on! You can easily
tell that this is the case by looking at the cropped video's file size. It will be exactly the same as that of the original
video. The cropped part is just not shown by the media player! This is a very unique feature of AVConvert! Using
AVConvert, you can re-crop an already cropped video to render areas visible again that you thought had been cut away
forever! Essen%ally, cropping videos in AVConvert is not only lossless in one direc%on but losslessly reversible!
In order to make the cropped video dimensions permanent and irreversible, use one of AVConvert's video conversion
op%ons (resize - even to the same resolu%on or adding overlays). The previously hidden areas will get discarded and
unrecoverable. No black borders will be present in the cropped video.
It's a smart idea to first crop video footage before overlaying something like a sta%on ID. Otherwise, you might cut off
por%ons or even all of what you previously overlaid.
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Op%on B. in this sub-menu allows you to crop the taskbar from the bo5om of a video. The amount of pixels being
cropped  can  be  configured  in  AVConvert's  configura%on  panel  (accessed  by  right-clicking  the  folder/desktop
background).
The sec%on C1. through C6. of this sub-menu allows you to crop arbitrary por%ons of a video and save the cropping
se3ngs in convenient templates, reload saved templates and edit cropping templates. The first menu entry allows the
currently ac%ve se3ngs to be re-used in order to crop more videos in the same way. By default,  nothing will  get
cropped so you have to either load an exis%ng cropping template (op%on C3.) or edit the crop se3ngs of the default
template (op%on C4.1.). Make sure to click on op%on "C4.2. ac�vate edited custom-crop se3ngs" in order to make
your changes take effect!
The C2. entry allows you to save the current cropping se3ngs as a template. For this purpose, the currently valid crop
values are saved in a text file and are then displayed. If desired or necessary, you can s%ll make changes to the values
here or simply save the file, preferably under a custom template name in the "\AVConvert\USER\Crop" sub-folder. The
first number listed in the template file represents the x offset of the crop, i. e. how many pixels are going to be cropped
from the leN edge of the source video. The second value is the y offset and specifies how many pixels to crop from the
top edge of the source video. The third value determines the width of the new video that is being cut out of the source
video. The fourth value is the height of the cropped area and the last two values must simply match the width and
height of the source video.

Make sure that all the values you enter are divisible by 2! AVConvert cannot check the values you enter here for errors
or plausibility.

In case you edited a template, make sure to save the changes and also make sure to ac%vate the changes by clicking on
the respec%ve sub-menu entry. If you skip this step, the changes you made won't be taken into account during the
following cropping processes.

Sub-menu entry C6. allows you to load and simultaneously ac%vate se3ngs from a cropping template txt file that you
had previously right-clicked in Windows Explorer and had its file name memorized. Make sure no blank spaces are
used in file names of cropping templates files or else they won't work. In order to then crop with the newly ac%vated
se3ngs, click on the op%on "C1. crop using current custom crop se3ngs".

A cropping template help file is located in the AVConvert\Resources\USER\Crop sub-folder.

Op%on D. allows you to losslessly un-stretch/un-squeeze video footage that is showing in the wrong aspect ra%o like
4:3 footage that is shown stretched out to 16:9. Right-click a video and enter the desired new horizontal and ver%cal
aspect ra%o. With a squeezed 16:9 video showing at 4:3 aspect ra%o, typing in 16 and 9 will fix the aspect ra%o without
re-compressing the file.

2.6. "AVConvert - losslessly transcode / ProRes conversions ..."

By clicking on one of the transcoding op%on entries in this menu you can losslessly transcode MOV videos (also MP4 or
MXF video files, depending on what file type you right-clicked) to the MKV video container or transcode MKV videos to
MP4 or MXF. The op%on to transcode to MKV container is also available in the context-menu of MOD files.
The op%on to losslessly transcode other video containers to MKV is very useful since various advanced video edi%ng
func%ons of AVConvert are not available in the AVI, MOD, M4V, MOV, MP4, MPG, VOB or WebM context-menus but
only in the MKV context-menu.
In the MKV context-menu, the transcoding op%on allows to losslessly transcode videos to MP4, either keeping the
original audio or replacing it with AAC audio. Be aware that the MP4 video container is very old and limited with
regard to the video and audio stream formats it can contain! It accepts only compressed formats which means that
you can not have uncompressed WAV audio in an MP4 video file, for example! If a video transcoding process from
MKV to MP4 fails, the MKV source video probably contained an MP4-incompa%ble video and/or audio stream. You can
use the op%on to convert audio inside a video to AAC in the video's audio conversion sub-menu to ensure that an MKV
video can be transcoded to MP4.
In the MOV and MP4 sub-menu you can also opt to have all MOV or MP4 videos present in a folder transcoded to MKV
with a single click (right-clicking one of the videos in order to trigger the transcoding process).  The MOV and MP4
context-menus also offers an op%on to do two steps in one with a single click: First transcode all highlighted video files
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in a folder to MKV and then immediately resize the transcoded files to the current video output resolu%on. If you have
specified overlay files, those will also get included in the same step, so, using this op%on can save a lot of %me!

The last menu entries in this context-menu allow you to convert video files to different variants of the ProRes format.

Important side note - explaining i-frames, video frame rate and GOPs

I-frames (aka key-frames) are fully encoded video frames. When a video is ge3ng encoded, in order to reduce file size,
not all  but only  every 25th or 30th frame will  get  fully encoded. All  intermediate frames between i-frames will  get
encoded storing only the differences in the pixels with regard to their preceding i-frame. These intermediate frames
are called P- and B-frames. Since only a few pixels change from one frame to the next most of the %me, the P-frame/B-
frame pixel-difference compression method significantly reduces the amount of video data that needs to be stored. I-
frames are of special importance when it comes to trimming video footage because video can be trimmed losslessly at
a fully encoded frame, not at the differen%al frames. If you absolutely need  to trim a video at P- or B-frames, this can't
be accomplished losslessly but requires recompressing the en%re video file which takes a considerable amount of %me
and results in a genera%on loss (slight loss of quality).

AVConvert allows you to trim video footage losslessly and very quickly at i-frames. During any of its video conversion
processes, AVConvert will insert i-frames into the videos once a second and also on scene changes. Thanks to this
strategy, it is possible to later trim videos encoded by AVConvert losslessly with a %ming accuracy of 1 second, avoiding
repeated recompression passes and saving a lot of %me. Depending on the origin of the video material, i-frame original
frequency can vary between once per second and once every 30 seconds. The la5er definitely doesn't yield sufficient
%ming accuracy for lossless trimming. You will probably prefer to re-encode such a video in order to increase i-frame
frequency.

The frame rate of a video is how many video frames are displayed during one second of playback. Typical frame rates
are 24, 25, 30, 50 or 60. Frame rate can be constant (CFR) or variable (VFR). CFR is preferred since VFR can result in the
video  playing back at  changing speeds,  especially  when trying to combine CFR and  VFR footage.  Unfortunately,
virtually all current smart phones record in VFR.

GOP size ("group of pictures"): When you count the frame sequence of a video ranging from one of its i-frames to the
frame just before the next i-frame, you have figured out the video's GOP size. If a video happens to have a GOP size of
25, this means that an i-frame occurs every 25 frames. In case GOP size matches the video's frame rate, the GOP size
represents exactly one second of video footage. By default, AVConvert sets GOP size to the same value as the output
frame rate. Being aware of what GOP size is is very beneficial when you want to losslessly trim your video clips since
AVConvert performs lossless trimming by trimming a customizable number of GOPs. Regardless the frame rate of a
video, as long as its GOP size matches its frame rate, each GOP represents one second of footage. If a video's frame
rate and its GOP size differ, trimming such a video by GOPs won't trim away whole seconds of it but a shorter or a
longer por%on! Typically, video clips will have incomplete GOPs at their ends because it's very hard to hit STOP on your
camera exactly when a GOP is complete. Incomplete GOPs are not problema%c but they are shorter than complete
GOPs so, when trimming away such a final (incomplete) GOP, the video will usually be shortened by less than a full
second. All other GOPs a video consists of but the last one are full GOPs.

Example 1: Frame rate is 25 fps, GOP size is also 25 frames. 1 GOP represents 1 second of video - easy. If the frame rate
is 25 fps but the GOP size is 30 frames, one GOP is now worth 1.2 seconds and trimming the video by 2 GOPs will trim
away 2.4 seconds and not 2!

Example 2: Frame rate is 25 fps, GOP size is 12 frames. 1 GOP represents 0.48 seconds of video and trimming this video
by 2 GOPs will trim away only 0.96 seconds.

Rule of thumb: Try to keep GOP size so that it matches your video's frame rate which is default in AVConvert. In case
you have to deal with clips of mixed frame rates and/or variable frame rate, se5le on a single frame rate and convert
all other files to that frame rate while se3ng CRF to something like 28, ensuring that video quality will be retained.
Proceeding like this will make your edi%ng experience much easier!
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2.7. "AVConvert - resize video(s), add overlays, batch-process ..."

In this sub-menu, you will find some of the most impressive features of AVConvert. You can opt to simply resize a video
and/or add one or several overlays to it. However, you can also trigger op%ons that will perform extremely complex
processes, for instance, the most advanced op%on will  iterate through all your raw video clips in a folder and turn
them into a fully edited  movie incl. your desired music bed fully automa%cally and in virtually no %me.

But let's start with the simpler op%ons: The first two op%ons A1. and A2. this sub-menu allow you to resize selected
videos to the output resolu%on currently set in AVConvert's configura%on panel, accessible via the desktop background
context-menu. For instance, you can "resize" a very large original 4k video file coming straight out of your camera
(yielding a typical bit rate of around 100 Mbit/s) to the same 4k resolu%on only to significantly reduce file sizes with
virtually no loss in quality (approximately 1/7th of the original file size). This is only one of the many beneficial use
cases for this AVConvert feature. A %tle image, a custom text cap%on, a frame or a permanent logo can be overlaid at
the same %me if any of those have been memorized beforehand and overlaying has been set to "enabled" for the
respec%ve type of overlay in AVConvert's configura%on panel.  You can decide whether AVConvert should copy the
original audio over into the output file or have it converted to AAC in the same process.
It's important to know that whenever AVConvert performs a lossy video conversion process like this, it will insert i-
frames (= fully encoded video frames) into the output video every second by default and also at every scene change.
This is on purpose and is of great importance considering the fact that video footage can be cut losslessly at i-frames
(and ONLY on i-frames)! The more i-frame occurrences there are in a video, the more precisely you can losslessly trim
such a video. For more informa%on on i-frames see the grey info text.

Video conversion is always carried out using CRF (constant rate factor) which means that you determine a desired
image quality level that will then be maintained throughout the en%re video, regardless how much mo%on the video
contains. Bit rate will get adjusted as necessary from frame to frame in order to maintain the chosen quality level. CRF
factor can be set between 1 and 51 with lower CRF values producing higher output quality at the expense of larger file
sizes. The value of 1 yields lossless quality,  however, the output file size will  be insanely  huge (like 15 GB/min.).
Reasonable CRF values range from 15 to 35. This is the CRF range AVConvert offers you to choose from.

Typically, a CRF value of 22 will yield virtually lossless results while you might start to see %ny artefacts when using
values above 27, depending on the input and output resolu%on of the video. The default value is  25. The same CRF
value usually yields be5er results with higher input and output resolu%ons. The lower the output resolu%on, the lower
you have to set the CRF to compensate. The following table  shows recommended values for the different output
resolu%ons in order to get the smallest files without no%ceable image degrada%on. All figures apply when using the
h.254 codec and will be smaller when switching to the h.265 codec while output quality remains the same.

resolu�on

CRF value where

artefacts may just start

to show / lowest

resul�ng bit rate

CRF value when targe�ng for

small file size / resul�ng

average bit rate

(minor artefacts tolerated)

annota�ons

720p 19 / 6 Mbit/s 18 / 8 Mbit/s this should yield acceptable results, however, if the output
has to be 720p in very good quality for a specific reason you
may wanna set CRF to 18 or be5er even though output file
size will be greater than that of a typical 1080p output file

1080p 24 / 6 Mbit/s 23 / 9 Mbit/s

1440p 26 / 8 Mbit/s 27 / 10 Mbit/s

2160p 29 / 16 Mbit/s 28 / 12 Mbit/s file size and average bit rate can be astonishingly small/low
given such a high-resolu%on output video file

AVConvert CRF
default value

25 / 5.5-28 Mbit/s
(depending on input/output resolu%on and video content)

average  bit  rate  around  5.5  Mbits/s  for  720p  target
resolu%on and up to 28 Mbit for 2160p target resolu%on

The actual resul%ng peak and average bit rates can vary significantly depending on the amount of mo%on present in
the video.

You  can  specify  the  desired  CRF  by  right-clicking  the  desktop  background  and  then  opening  the  AVConvert  -

configura�on panel" -> "Video op�ons 1". Using CRF, you have a very finely graduated way of aiming for a specific
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image quality with surprisingly good results even at rather small bit rates. For instance, using CRF 28 with video output
resolu%on set to 2160p, you can shrink the average output bit rate (and also the file size) down to under 12 Mbit/s
with only very li5le quality loss! The resul%ng file will be around 8 %mes smaller than your original file, assuming an
original bit rate of around 100 Mbit/s which is typical for 4k-capable mirrorless cameras. When conver%ng to 720p
output resolu%on, you should specify a lower CRF value than when rendering to a higher resolu%on in order to keep
quality good at the expense of a larger output file. Using lower CFR values (like 15, yielding virtually no quality loss
compared to the original file) will take longer than using CRF 20. Basically, the higher the CRF value, the faster the
rendering process will complete.

Op%ons A4. through A6. can carry out several processing steps in a single pass that would otherwise require mul%-
stage manual edi%ng. AVConvert will start by resizing the raw files while op%onally adding overlays but depending on
the op%on you choose, it will then con%nue to trim all processed files, then it will concatenate them and finally, it can
even underlay your preferred background music in a final step. The most sophis%cated op%on essen%ally does the
en%re video edi%ng for you.

The trimming step can be carried out in mul%ple ways. There's an op%on to trim clips to random lengths (chosen from
the range of lengths you specify in AVConvert's parameter configura%on panel). Here, you could specify something like
a minimum GOP length of 4 and a maximum length of 8 GOPs (with one GOP typically represen%ng a length between
0.5  and  1  second)  and  all  clips  with  get
randomly trimmed to lengths out of that range.
Another  op%on  only  trims  the  last  second  of
each video clips in order to get rid of glitchy clip
endings.  The  most  advanced  op%on  also
performs this security  trim at  the end  of  the
clips  and  then  concatenates  all  clips  and
op%onally underlays background music. This is a
good start when you wanna edit a lot of holiday
video  clips!  With  a  single  click,  you'll  get  an
overview video of all your material in its original
length. AVConvert saves a log file of such a run
and also a trim list file, lis%ng all processed files
including their lengths. This informa%on is also
injected into the sub-%tles of the concatenated
video. While playing back the video with sub-
%tles turned on, you see which clip is  playing
currently and can easily decide which one you wanna keep or not or have it trimmed in a following process in order to
turn the video into the final version. The trim list entries look like this:

0003 - 2024-07-25 - 17-32-56 - holidays in France.mkv # 5s
0004 - 2024-07-25 - 17-33-18 - holidays in France.mkv # 23s
0005 - 2024-07-25 - 17-33-40 - holidays in France.mkv # 11s
0006 - 2024-07-25 - 17-34-18 - holidays in France.mkv # 13s
0010 - 2024-07-25 - 17-39-42 - holidays in France.mkv # 8s
0012 - 2024-07-25 - 17-43-54 - holidays in France.mkv # 5s
...

I use Stamp 2.8 and some%mes Bulk Rename U�lity to rename my video clips as soon as they have been copied over
from the memory card to the computer's hard drive. The former can rename video files according to meta data
present inside the clips (date/%me) and I added the sequen%al number prefix using BRU. AVConvert then scans the clip
folder and saves the list shown above where it includes the length of each clip behind the hashtag delimiter. This list -
kept as is or edited by the user - can then be used by AVConvert to assemble the final video from it, respec%ng the
%ming informa%on. Obviously, an unaltered line leads to the clip being included unaltered in the concatena%on video.
You can have AVConvert skip/omit a clip (not include it in the final video) by pu3ng a minus sign between the file
extension and the hashtag. This is a non-destruc%ve way of (temporarily) excluding clips. By removing the minus sign,
you can re-include that clip during a later concat run. The following list shows all trimming op%ons:
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0003 - 2024-07-25 - 17-32-56 - holidays in France.mkv - # 5s (clip will be skipped and not included)
0004 - 2024-07-25 - 17-33-18 - holidays in France.mkv 11-18 # 23s (segment from 11-18 seconds will get included)
0005 - 2024-07-25 - 17-33-40 - holidays in France.mkv 7- # 11s (segment from 7-11 will get included)
0006 - 2024-07-25 - 17-34-18 - holidays in France.mkv 4 # 13s (segment from 0-4 will get included)
0010 - 2024-07-25 - 17-39-42 - holidays in France.mkv # 8s (en%re clip will get included)
0012 - 2024-07-25 - 17-43-54 - holidays in France.mkv 0-4 # 5s (segment form 0-4 will get used)
...

Since both trimming and concatena%on are lossless and complete extremely fast, altering clip lengths or the clip order
from an edited trim list can be accomplished in less than 5 minutes for a 2 hours long 4k movie!

The log file AVConvert saves aNer a trim/concat run allows it to see which clips are supposed to stay unaltered in a
subsequent auto-video-assembly run by comparing it with the new custom trim list that has been edited by the user.
Only clips whose trim %mings are found to have changed will get processed and all other clips will not get touched but
simply skipped which speeds up the process significantly. The trim list file serves as a sort of project file for AVConvert.
You may wanna create a backup of it somewhere else so that you don't have to edit clip lengths once again in case you
accidentally delete the file. It mus be located in
the folder  where the files  to be trimmed are
located  and  from  where  you  launch  the
trimming/concat process. Since only file names
are listed in it,  it s%ll  works if you relocate or
rename the video clip folder. The same is true
for the trim_state.txt  log  file which has  to be
located in the "trimmed videos"  folder that  is
typically  a  sub-folder  of  the processed videos
folder.  It  this  file  gets  deleted,  trimming  and
concatena%on will  take slightly longer because
no file will get iden%fied as having already been
processed.

Op%on B. ("overlay �tle using smart-rendering")
will  overlay  a  %tle  image  over  a  right-clicked
video file. Only about 14 seconds at the start of
the  video  will  get  re-compressed  in  order  to
overlay  the  %tle.  The  rest  of  the  video  remains  en%rely  unaltered  and  is  concatenated  losslessly  with  the  re-
compressed part. Keep in mind that you must set the video output resolu%on that matches the input video prior to
triggering this  op%on!  Also  make sure  that  the  %tle  overlay  image you  choose (and the  logo  overlay  image,  if
applicable) has the same resolu%on as the highlighted video.

2.8. "AVConvert - apply special FX ..."

You can use Op%on A. ("smart phone portrait-orienta�on") allows to convert portrait-orienta%on smart phone video
footage that shows large black borders on the leN and the right when watched on a 16:9 screen into a 16:9 video with
no black borders. A blurred copy of the original footage is put into the background.
Op%on B. allows you to overlay %me-code (starts at  00:00:00:00 by default). You can customize the %me-code start
%me in AVConvert's configura%on panel - Video op%ons 4 tab.

Op%on C. ("reverse video") converts the video so that it plays backwards. Apply this effect only to very small sec%ons
that you extracted losslessly beforehand since the reversing filter must load the video into the RAM in order to apply
the reversing effect.
Op%ons D. allow you add a cinema%c effect to a video. You can tweak the gamma and colour satura%on op%ons in the
configura%on panel.
Op%on E. allows you to create a short solid-colour video of customisable colour and length (default length: 1 sec.,
default hex colour: #CBBCA8, beige) which you can use as a separator when concatena%ng video clips.
Op%on F. allows you to create a solid-colour PNG s%ll  image of customisable colour (default hex colour: #CBBCA8,
beige) which you can use in various ways, for example, as a background to overlay one or more videos.
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2.9. "AVConvert - losslessly trim videos ..."

Op%on A. in this sub-menu allows you to trim video footage extremely fast, very precise and without quality loss! The
relevant video data will  simply get  copied over  from the source file into the output file  at  maximum hard drive
read/write speed! When you click on the first sub-menu entry the list of all i-Frames present in the video will open up
as a reference. Look up the closest entry for where you want to set the cut-in and the cut-out points. Picking the exact
%me shown in the list will ensure that the video footage will play without glitches and that it can also be concatenated
glitch-free and losslessly with other clips sharing the same media proper%es.
In the prompt, previous cut-in and cut-out points are shown for reference. The format for entering the %me is x.xx
(seconds and hundreds of a second). Example: Set the cut-in point to 12.48 and the cut-out point to 72.04 (both taken
from the list of i-frames that opens up automa%cally) in order to trim a longer video to a length of almost exactly 60
mins. Depending on your hard drive, this may take less than one minute or even only a couple of seconds!

Op%on  B.  in  this  sub-menu  allows  you  to  losslessly  trim  an  adjustable  number  of  GOPs  (group  of  pictures  -
approximately 1 second per GOP) at the start and the end of one or more highlighted videos. This op%on is intended to
quickly get rid of shaky start  and end sec%ons of video clips,  helping making a subsequent concatena%on process
en%rely glitch-free.

The C. op%ons allow you to batch-trim either highlighted or all videos in a folder in different ways. Clicking on op%on
C1. will create a trimming list of all video clips found in the folder. You can either use that list as it is in order to have all
clips concatenated in their original length or you can edit the list to specify custom clip lengths and also exclude clips
from the video assembly. All C2. op%ons vary slightly in what they do but, essen%ally, they allow you to accomplish
automa%c video assembly in a few different ways by either using the custom trimming list or applying random clip
trimming based on a customisable range of lengths. For instance, you could enter a minimum GOP size of 3 and a
maximum GOP size of 6 in AVConvert's configura%on panel and all videos in the folder will get trimmed to one of these
GOP sizes randomly. If the i-frame frequency of your source videos happens to be one per second (which is  how
AVConvert encodes video), this will result in clips with varying lengths of 3, 4, 5 and 6 seconds. This is a very powerful
and convenient feature of AVConvert because it allows you to quickly create files that are reasonably short but of
varying lengths. Once concatenated losslessly in a ma5er of seconds, the resul%ng video gives the impression of having
been edited manually! In case a file is shorter than the random GOP size the algorithm elected for it, the file will get
trimmed only by a single GOP and it will get listed in a text file named "files_too_short_for_trimming.txt".

In case you had recorded a few clips longer than the others on purpose and you don't  want to have those long
shortened, add the "_ntr" (no-trim) suffix to their file names prior to triggering the movie crea%on. AVConvert will
then copy those files over untrimmed into the trimmed files folder.

2.10. "AVConvert - losslessly concatenate videos ..."

Op%on 1a. will concatenate all MKV video files present in a folder into a single video file losslessly in a ma5er of a few
seconds when you right-click and launch this op%on on any of the files in the folder, provided all videos have iden%cal
media proper%es,  incl. matching sample rates and matching numbers of audio streams. AVConvert's concatena%on
op%ons are among the most powerful and impressive ones and outshine many other video edi%ng applica%ons in
terms of speed and output quality!
Prior  to  concatena�ng  video  files,  please  make  sure  that  none  of  the  videos'  file  names  contains  single

quotes/apostrophes, other special characters or accents! FFmpeg cannot concatenate files if a file name contains

such  characters!  This  rule  also  applies  when  concatena�ng  MP3,  M4A  or  OPUS  audio  files.  Blank  spaces,

underscores, ampersand and points are allowed.

Op%on 1b. will concatenate all MKV video files present in a folder into a single video file losslessly and it will then
merge the currently memorized audio file with the output video.

In case you first want to edit the list of files that AVConvert should concatenate (changing their concatena%on order or
adding/removing files from the list), choose "2a. Open list of MKV files in directory". The names of all MKV video files
present in the folder will be listed in alphabe%cal order in the following Scheme:
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[
"a first video.mkv",
"+",
"be5er than the first video.mkv",
"+",
"very good video.mkv"
]

Note the square brackets and also the missing trailing comma behind the last entry! Always make sure that you keep
this forma3ng intact! You can reorder and delete entries. Empty lines are allowed. Just make sure to also delete the
"+", line aNer you deleted a file name line! There must be no "+", at the end of the list or two of them aNer the other!

Be sure to save your changes! Now use op%on 2b. or 2c. to trigger the concatena%on according to the edited list. Since
AVConvert only copies data and doesn't recompress anything when concatena%ng, the speed of the concatena%on is
only limited by the read and write speeds of your hard drive! In other words, concatena%on completes blazingly fast
while both video and audio quality remain en%rely unaffected! ANer the concatena%on process has ended, you will
find the concatenated "Video of all clips.xxx" file in the folder. Concatenate an hour worth of 4k video clips without

quality loss in only 20 seconds! This is where using M.2 and SSD drives (and AVConvert) really pay off!

You'll  soon realise  that the concatena%on feature is  among the most powerful ones in AVConvert! Concatena%on
completes so fast that you can easily try out completely different concatena%on sequences, even when dealing with
large amounts of and/or long video clips. With tradi%onal video edi%ng programs, concatena%on is a %me-consuming
task since all video clips have to be physically placed on the %me line in the correct order and then you have to render
this arrangement. Even the %niest change you might wanna make to such an arrangement will require considerable
work in order to create the new sequence and will then require another full rendering pass. This is where AVConvert
can play its biggest trump card:  Simply re-order the concatena%on sequence in the concat text file,  which can be
accomplished in a few seconds and then re-trigger the concatena%on process and the new concatena%on version will
be ready within a few moments, regardless the amount of changes you have made to the TXT file!

Op%on "2c. concatenate MKVs, add background audio" will automate several lossless processing steps: All files will get
concatenated and aNer that, the currently memorized audio file will get underlaid so you can enjoy all concatenated
clips with background music.

Important  no�ce: Please make  sure that  no  concatena%on  output  file  ("Video of  all  clips.mkv")  is  listed  in  the
concatena%on list  text  file  when you trigger  a concatena%on process  because otherwise,  the new concatena%on
process will a5empt to concatenate itself over and over again, causing the new concat file to grow un%l it eventually
fills up the en%re par%%on.
Also  note  that  concatena%ng  media  files  that  are  not  structured  iden%cally  (different  resolu%ons,  aspect  ra%os,
different video/audio codecs, etc.) does not work and can lead to very loud audio glitches during playback (among
other  possible  issues)!  In  case  you  want to  concatenate files  with  differing  proper%es  (like from different video
cameras) you have to first bring them to a common denominator by rendering them all with one of AVConvert's video
resizing op%ons, for example, by conver%ng everything to the same desired output resolu%on while possibly including
overlays like a text cap%on, a %tle image and/or a logo during the same conversion pass.

2.11. "AVConvert - extract s�ll images from video ..."

In  this  menu  you can save a customisable sec%on of  a video  as a  sequence of  separate  JPG s%ll  images.  Open
AVConvert's configura%on panel and go to the image extrac%on op%ons tab and tweak op%ons to your liking (star%ng
point of extrac%on as well as the length of the extrac%on sec%on. Then, determine how many images per second
should be saved from the video sec%on you have defined. The default value is 1, which means that a single image per
second is extracted from the video. If you enter  5 here, five frames from each second of video of the sec%on you
defined will be saved as s%ll images. On the other hand, entering 0.5 will extract only one s%ll image every 2 seconds.
Clicking on the context-menu entry starts the extrac%on process. The extracted images will receive the same name as
the video file  from which they got extracted.  However, the file name is supplemented by informa%on about  the
selected extrac%on area and an ascending four-digit image number. You can theore%cally extract up to 9,999 separate
images from a video which covers more than 6.5 minutes for a video that has a frame rate of 25 fps.
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Please note that the extrac%on process may take quite a long %me and you may find a large number of iden%cal s%ll
images  aNer  the  extrac%on  process.  This  is  because,  depending  on  the  star%ng  loca%on  you  specified  for  the
extrac%on,  AVConvert  may  encounter  non-key-frames  at  that  star%ng  point.  Those  images  cannot  be  properly
extracted since they don't contain the full image informa%on but AVConvert will s%ll con%nue extrac%ng frames un%l
eventually encountering the first fully encoded key frame. From that point on, all images should get extracted properly.
Just delete all unneeded s%ll images once the extrac%on process is complete. If a relevant sec%on of the video is not
properly extracted to s%ll images, try expanding the extrac%on range by one or two seconds at the start and at the
end. This ensures that you will be ge3ng the sec%on of interest extracted properly.
The extrac%on process can be sped up by a lot by first cu3ng the relevant sec%on from the video out losslessly into a
separate file beforehand and then extrac%ng the s%ll images from that shorter file.

2.12. "AVConvert - create animated WebP/GIF from video ..."

In this menu you can create animated WebPs or animated GIFs from a sec%on of a videos. Default output height is 640
pixels (can be changed in AVConvert's configura%on panel - Animated WebP/GIF op%ons; same applies to the output
frame rate of animated WebPs/GIFs; default fps: 8). Click op%on A. if you want to have the extracted video sec%on
output in WebP format or pick op%on B. if you prefer to output it as an animated GIF. WebP format typically yields
higher quality and oNen smaller file size, notably with long excerpts. Once clicking one of the op%ons, a prompt will
ask you to enter the desired star%ng point from where to extract the anima%on and also the desired length of the
sec%on to be extracted.

2.13. "AVConvert - rotate video or zoom into video ..."

Click on the first op%on A. in this sub-menu in order to rotate/flip
video  footage  by  various  degrees.  This  process  requires  video
recompression.  Depending  on  the  source  video  format,  the
rota%on angle you pick may or may not work as expected in a first
pass.  Perform a  second  rota%on  in order  to  get  to  the  desired
orienta%on. This phenomenon is due to the fact that there is no
standard for rota%ng videos.
As  always,  target  video  resolu%on  depends  on  the  globally  set
video output resolu%on.  As video  data  has to be recompressed
while it is being rotated, it may be beneficial to choose a resolu%on
of 2160p for intermediate rota%on steps in order to keep quality
loss to a minimum.

The next two op%ons B1. and B2. of this sub-menu allow you to
slowly zoom into a video. First, set the speed for the zooming effect
(op%on B1; default speed value is  1.0). Please make sure that you
have set AVConvert's output frame rate to match that of the source
video  (in  the  folder/desktop  background  "AVConvert  -  global

se3ngs ..."  context-menu)! Else, video and audio will  get  out  of
sync.  This  requirement  only  exists  for  this  "zoom  into  video"
func%on. Clicking on the B2. menu entry will launch the process. If
a  %tle  or  a  logo  overlay  had  been  specified,  those  will  get
superimposed while crea%ng the zoomed-in video.

2.14. "AVConvert - overlay and stack videos ..."

The op%ons in this context-menu allow you to quickly overlay a video over another video or to stack mul%ple videos
side by side in different configura%ons. This allows you to create fairly complex arrangements with very li5le effort. You
only have to specify which video(s) you want to have overlaid or stacked and then launch the process. Make sure to
have the expected amount of overlay files specified, meaning that if you pick a stacking op%on that involves 3 video
overlays, you have to memorize 2 as video overlays. The addi%onal (third) one is going to be the one you right-click on
when you trigger  the overlay process. AVConvert  will  take care of  everything necessary in order  to produce the
complex arrangements. Your own effort (right-clicking a few %mes) is  minimal compared to what's required when
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doing this in a regular video edi%ng program. You'd have to import all files, arrange them on the %me-line and then
work on the desired overlay arrangement (dealing with coordinates and other stuff). In AVConvert, you only right-click
the desired files in order to specify them as desired overlays (up to 3 video files can be stacked and overlaid over a
solid color or blurred background image). Now, trigger the overlay crea%on process.

When you want to specify a video file for overlay purposes, right-click it and choose "AVConvert - memorize this file's

name …" and then pick one of the available entries or open the video overlay files manager. Repeat this process in
order to specify all  required overlay videos. Once you have specified enough overlay videos, right-click the "main"
video file (the one that you right-click in order to trigger the process), choose "AVConvert - overlay and stack videos …"
and click on the desired overlaying/stacking op%on.

Sub-menu  op%on  "A.  overlay  transparent  video  over  video"  allows  you  to  overlay  a  transparent  video over  the
currently highlighted video. For more on how to accomplish this, see paragraph 3.6.2.

Sub-menu items B1. and B2. allow you to horizontally stack 2 videos in different ways. You can choose whether you
want to combine the cropped leN half of the leN video with the cropped right half of the right video or you can
combine the cropped centre sec%ons of both videos (like in a 2-persons talking-heads situa%on). This op%on is also
useful when you are planning to overlay a decora%ve frame that covers one half of the video canvas. In case the frame
overlay covers the right half of the video frame, right-click the video file and then trigger op%on B2. in the stacking sub-
menu. In case the decora%ve frame overlay covers the leN half of the video frame, right-click the video you want to
superimpose the frame over and choose "AVConvert - memorize this file's name" and then "set as 1st video overlay

file". This will make sure that the video will be placed on the right side next to the decora%ve frame. Next, right-click
the same video file again and trigger op%on B2. in the stacking sub-menu.

If you want to stack 2, 3 or even 4 videos without overlaying a decora%ve frame, again, start by memorizing the file
names of the videos that should get overlaid over the main one. ANer you have specified all overlay videos, right-click
the main video and pick  the  desired stacking/mosaic  op%on  from the list  inside  the  video-over-video sub-menu
(entries B1. through F.). Please ensure that all videos you want to stack have the same dimensions. Some stacking
op%ons will simply abort in case dimensions differ. The video you right-click on in order to trigger the stacking op%on
will be the one placed on the (far) leN of horizontally stacked videos or in the upper leN corner of a mosaic video. The
video that you memorized as first overlay file will appear on the right, or, in case of stacking three videos, in the centre
and the video you memorized as the second overlay video will appear on the right side of the stacked arrangement.
By default, empty space around stacked videos is padded with the solid colour (beige, #123FA6) but you can specify
any colour  of  your  choice.  In  order to change the colour,  right-click the desktop or folder  background,  open the
"AVConvert - global se3ngs ..." sub-menu and then click on the last entry "set background colour". A plain text file will
open  up  where  you  can  type  in  a  hexadecimal  colour  value  in  the  format  #123FA6  (hash  sign  followed  by  6
hexadecimal digits). You may wanna use a colour picker u%lity like "ColorMania" to quickly find the desired colour hex
code.

2.15. "AVConvert - overlay videos over background image ..."

This context-menu lets you access various op%ons to overlay videos over a custom, blurred background image. Up to 4
videos can be arranged like a mosaic. By default, AVConvert will use one of the decora%ve PNG frame overlay files that
are bundled in the AVConvert\Resources\Logos sub-folder to enhance the ar%s%c look of your videos. You can also
specify your own overlays, if desired. A frame overlay can be specified in addi%on to a %tle overlay and a logo overlay.
All bundled overlay are only for inspira%on. Feel free to modify them or create your own. None of the preset overlays
is mandatory!

2.16. "AVConvert - overlay s�ll image over video ..."

This menu allows you to overlay a s%ll image over video footage. This feature will  use the image file that you had
specified by right-clicking an image file and choosing "AVConvert - memorize this file's name". You can choose to have a
black border added to the overlaid image or not. You can also choose to have the background video blurred or not.
The image file will have a very slow zooming effect applied to it. If a logo overlay file is specified, it will get overlaid as
well during the crea%on of the output video.
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2.17. "AVConvert - super slowmo (incl. logo) ..."

Using this menu you can create very smooth slow mo%on videos. You can choose a factor of x1.5, x2, x3 or x4. The
process is obviously not lossless and requires video re-compression. This process may take quite a long %me since a
large number of intermediate, interpolated images has to be generated. When op%ng for a slow-down factor of x4, the
process can take around 120 %mes the running %me of the original video depending on the specs of the computer. A
single second of video may take around 2 minutes to render! I'd recommend using this feature only with video clips
that are a few seconds long. You may want to cut first out the video sec%on losslessly and then apply the slowmo
effect to this shorter file to speed up the process. The interpola%on process can produce no%ceable artefacts notably
with fast moving content in the video.

With the sub-menu items of the super slowmo context-menu, you can embed a logo in the slowed down video so that
only a single lossy recompression process is required which in turn yields less artefacts. If necessary, please read the
detailed  explana%ons  regarding  the  logo  integra%on  steps  in  the  logo  inser%on  sec%on  for  the  folder/desktop
background context-menu (see chapter 5).

2.18. "AVConvert - change video frame rate …"

Choosing this menu entry when right-clicking an
MKV  file  will  open  up  the  "Framerate
Converter" panel. You will see the current frame
rate of the highlighted file and below this, you
can pick a target frame rate to convert its frame
rate to. Click on the CONVERT bu5on to launch
the conversion. Audio will get converted to AAC
and  stretched to  the  new video length  while
preserving  its  original  pitch.  At  extreme
se3ngs,  audio  will  get  muted.  Depending  on
the chosen combina%on, the resul%ng video file
will  not  play  totally  smoothly  in  your  media
player, however, it helps when you convert such
a  video  using  one  of  AVConvert's  video
conversion op%ons.

The VFR-to-CFR-op%on,  if checked, allows  you
to convert a  variable  frame rate video (VFR) -
typically recorded on a smart phone - to constant frame rate (CFR). For this, set the target frame rate in the bo5om
drop-down op%ons. Conver%ng footage to CFR is recommended if you wanna mix such footage with regular CFR video
clips.

2.19. "AVConvert - memorize this file's name ..."

This menu entry allows you to specify up to 3 video overlay files. Such videos can be stacked or arranged in various
way.

2.20. "AVConvert - open media file proper�es in text editor"

Clicking on this op%on will scan the right-clicked video file and open its media file proper%es in a text editor. This
op%on is present in the MKV, MOV, MP4, MPG and WebM context-menus.

3. Context-menus when right-clicking JPG image files

3.1. "AVConvert -  adjust JPG aspect ra�o to 16:9 ..."

This sub-menu allows you to change the aspect ra%on of JPG s%ll images that are not already in 16:9 aspect ra%o.
Images must be in 16:9 AR if you are planning to create a slide-show or a %me-lapse from them. Op%ons A1. and A2.
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allow you to bring images which have a narrow aspect ra%o than 16:9 to 16:9, for instance images that have an AR of
4:3. In case you perform these op%ons on images that don't have a narrow aspect ra%o (like a wide 22:9 image) no
new file will be created.

Op%ons A3a. and A2b. allow you to apply the blurred-background-smart-phone effect to narrow images. The blurred
copy of the image will fill the black areas that are typically on the leN and the right of portrait-oriented images. Images
will get resized to the output resolu%on currently specified in AVConvert's configura%on panel, if you pick an op%on
that men%ons "resize".

Op%ons B1. and B2. allow you to bring wide images (AR > 16:9, like 22:9) to 16:9 AR by cropping a por%on on either
side.

3.2. "AVConvert - (batch-)process JPGs, output as JPG ..."

In this sub-menu, you can find op%ons to batch-resize images and to have batch-overlaid overlay files like a logo. The
output images are saved into a newly created sub-folder.

3.3. "AVConvert - (batch-)process JPGs, output as WebP ..."

In this sub-menu, you can find the same op%ons as in the previous sub-menu but here, the output files will be saved in
WebP format instead of JPG. WebP images have a much smaller file size while yielding virtually the same image quality
as JPG files so pick op%ons from this sub-menu in case small image file sizes ma5er. Again, output images are saved
into a newly created sub-folder.

3.4. "AVConvert - create 1-JPG video incl. music"

In this menu you can very easily create a video from a single JPG image and add an audio/music bed to it. First, right-
click the audio file and click on "AVConvert - memorize this file's name". Then, right-click the JPG image and click on
"AVConvert - create 1-JPG video incl. music". The output video will be created in the video resolu%on currently set in
AVConvert and will automa%cally have the length of the audio file.

3.5. "AVConvert - 1-JPG video incl. overlays + music ..."

In this menu you can create videos from single JPG images incl. your desired background music in mul%ple ways. Input
images must be of 16:9 aspect ra%o! If they are not, use one of the op%ons men%oned in sec%on 3.1 to redimension
the image(s). 
If you would like to change the default speed of an op%onal zooming effect and the default dura%on before the zoom
effect resumes, open AVConvert's configura%on panel - JPG-to-video op%ons. The default dura%on before zoom resets
back to fully zoomed out is 120 seconds.
Op%on A1. through A4. will  create videos with or without a zooming effect. Please be aware that when op%ng to
include the zooming effect, render %mes will increase significantly (15-20 %mes the play back %me of the audio file
being used) but it will also look much more interes%ng! All op%ons will include overlays in case you specified one or
mul%ple (%tle, logo, decora%ve frame, text cap%on). If you pick an op%on including a frame overlay, either the default
vintage frame or another file you specified will get used. The video will also include custom background music. The
final video will automa%cally get the length of the music file you memorized.

Op%ons B1. and B2. allow you to create small, 8-seconds long videos of a right-clicked s%ll image while either zooming
in or out of the image. These small  videos will  get silent audio (AAC). The resul%ng zoomed s%ll image videos are
meant to get concatenated with other video clips later on in order to make s%ll images look more interes%ng inside a
video due to the added zoom effect. 

All videos generated from entries in this sub-menu will be output with the video output resolu%on currently set in
AVConvert.
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3.6. "AVConvert - create slide-show video from JPGs ..."

This powerful op%on will create slide-show videos from your image files incl. your desired background music with a
single click! First, make sure that all images are in 16:9 aspect ra%o. If they are not, use the "AVConvert - adjust JPG

aspect ra�o to 16:9 …" sub-menu to redimension the files in ques%on. Once all images are in 16:9 format, you can
proceed  by  triggering  the  slide-show  crea%on  op%on.  Please  make  sure  JPG file  names  do  not  contain  special
characters prior to launching the slide-show crea%on since FFmpeg has trouble with special characters like ä, ß, é, ', (,
etc.  and  will  immediately  abort  the  slide-show  crea%on  process  even  if  only  a  single  image  file  contains  those
characters.

Right-click on any of the JPG images in the folder to bring up the JPG context-menu. Click on sub-menu entry "A.

create slideshow from all JPGs in folder incl. memorized audio" in order to have all images in the folder included in the
resul%ng slide-show video.  The slide-show video will  be created by concatena%ng all  s%ll  images in the folder  in
alphabe%cal order with smooth transi%ons between them and in the current AVConvert video output resolu%on incl.
the currently memorized audio and will also include overlays in case you specified and enabled any. Default display
dura%on %me for all images is 8 seconds with crossfades las%ng 2 seconds. This gives an effec%ve image display %me of
4 seconds plus the crossfades. Display %me and crossfade %me can be changed via AVConvert's configura%on panel -
JPG-to-video op%ons.

If you want to change the order in which image files are ge3ng put together, click on the entry "B. create slideshow

from JPGs incl. memorized audio (edit list)". In case AVConvert finds an already exis%ng slide-show list file in the folder,
it will open it for edi%ng, or else, a new file labelled "slideshow_list.txt" is created (list in alphabe%cal order) and will be
opened for edi%ng. Delete or reorder entries the way you want to have them included in the slide-show. Be careful to
keep the forma3ng of the entries intact! When you are done with edi%ng, save the file and close the window. The
slide-show crea%on process will start immediately. The slide-show video will be created in the current AVConvert video
output resolu%on incl. the currently memorized audio and will also include overlays in case you specified and enabled
any.

3.7.1. "AVConvert - create video from JPG s�ll images …" (JPG context-menu)

First, make sure that all images are in 16:9 aspect ra%o. If they are not, use the "AVConvert - adjust JPG aspect ra�o to

16:9 …" sub-menu to redimension the files in ques%on.

You can use this menu to create a slide-show video from JPG s%ll images in a folder in a slightly different way. This
feature is rather designed to create %me-lapses than slide-shows. Images will not cross-fade. Please make sure to
remove special characters from the JPG file names prior to a5emp%ng to create the video since FFmpeg has trouble
processing file names containing characters like ä, ß, é, ', (, etc. and will immediately abort the video crea%on process
even if a single image file contains those characters.
Open AVConvert's configura%on panel in order to specify the number of images you want to have shown per second
(image frequency). The default value is 0.5 images per second, which means that every image will get shown for 2
seconds and the following image will occur abruptly without a smooth transi%oning effect. If you set the number of
images per second to 1, a new image will show every second and for values greater than 1, you'll get a %me-lapse
effect or the effect of rapidly browsing through an image gallery.

You can either create a video of all JPG images that AVConvert finds in the respec%ve folder or you can have all images
listed in a text file and then edit this list to your liking (op%on B1). Finally click on the B2. sub-menu entry to launch the
crea%on process of the video.

Op%ons C1 and C2. let you create very short video clips where the highlighted image is either faded in or out to the
custom background colour that is currently set. This allows you to fake smoother transi%ons into videos:

1. Save screenshots of the first and the very last frame of a video as JPG s%ll images.
2. Right-click the s%ll image of the video's first frame and choose "AVConvert - create video from JPG s�ll images

…" and pick the op%on "C1. create video from s�ll image, fading in from custom bg color". This will create the
fade-in video. Repeat the same steps to create the fade-out video. Finally, concatenate the fade-in video with
the original video and append the fade-out video in the same concat process.
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3.7.2. "AVConvert - create anima�on from PNG s�ll images …" (PNG context-menu)

In the context-menu of PNG files, you will find an op%on to create an anima%on of a PNG s%ll image sequence. This
allows for the crea%on of transparent, animated %tle overlays that are meant to get superimposed over another video.
First, create a %tle anima%on in a third-party program like blender, export the anima%on as a sequence of individual
s%ll images (preferably in 4k resolu%on) and then use AVConvert to overlay the transparent image sequence over a
video.

1. Make sure you have the video you would  like to superimpose the anima%on over and the sequence of
transparent PNG images located in the same folder.

2. Set the AVConvert's video output resolu%on to the one matching the resolu%on of the video you want to
superimpose the transparent %tle anima%on over. 

3. Right-click one PNG image file of the sequence (it doesn't ma5er which one since you only have to get into
the PNG context-menu) and choose "AVConvert - create anima�on from PNG s�ll images", in the sub-menu
click on "A. create video of all  PNGs in folder" in  order to immediately start  the crea%on process of the
(transparent) overlay video. AVConvert will first scan the folder for PNG files and then create a plain text file
lis%ng all  the files it found in alphabe%cal order. It will  then create a transparent video file from the PNG
images in the list. The finished video's file name will have the prefix "PNG vid [resolu�on] …". 

4. Once crea%on has finished, right-click the transparent video and pick the op%on "AVConvert - memorize this

file's name ..." - "as 1st video overlay file".
5. In order to launch the overlaying process, right-click the desired video, open up the "AVConvert - overlay

video over video" sub-menu and click on the entry "A4b. overlay transparent video over video".

Alterna%vely, if you want to make changes to the PNG file list (delete entries, change the order of entries), aNer step 2,
right-click a PNG file and then click on the entry "B1. edit list of PNGs in folder". Make the desired changes in the list
and save the text file. Then, right-click a PNG file once more (again, it doesn't ma5er which one since you only have to
get into the PNG context-menu) and this %me, in the same sub-menu, choose "B2. create video from PNGs in edited

list". Next, proceed execu%ng step 4.

3.8 "AVConvert - stack s�ll images ..."

In this context-menu, available for JPG and PNG files, you can have up to 4 s%ll images you previously memorized (3 in
the case of PNG files) stacked in 6 different configura%ons (5 in the case of PNG files) while op%onally including a %tle
and/or a logo overlay. In the case of JPG source files, you can either have the final image output in JPG or WebP format
(smaller file size than JPG).

3.9 "AVConvert - overlay image over background image ..."

In this context-menu, you can overlay up to 4 JPG s%ll images over a blurred (custom) background image. Simply right-
click and memorize all overlay images one aNer the other and op%onally a background image and/or a frame overlay
prior to launching one of these fairly complex overlay arrangement op%ons.

3.10 "AVConvert - memorize this file's name ..."

In this context-menu, you can opt to memorize the name of the image file you just right-clicked on. Up to 3 image file
names can be memorized plus the name of a dedicated background image. Memorized image files are used when
crea%ng arrangements  of  stacked  s%ll  images  or  when arranging  mul%ple  images  side  by side  inside  their  own
decora%ve frames. When you click on the first op%on in the sub-menu, a prompt will be shown, lis%ng all 3 image files'
names that are currently defined. This op%on also allows you to disable the frame overlay by se3ng it to be blank. You
re-enable the frame overlay by right-clicking a desired PNG frame image file and memorizing its name.

4. Context-menu when right-clicking animated GIF files

4.1. "AVConvert - convert to MKV video"

In this menu you can convert an animated GIF file to an MKV video file incl. silent AAC audio. The resul%ng video will
have near-1080p dimensions, depending on the aspect ra%o of the original file.
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5. Context-menu when right-clicking TXT files

5.1. "AVConvert - memorize this file's name..."

This context-menu entry is useful when you want to load a cropping template file with custom cropping values in it.
Right-click the txt file and then click on this menu entry to load the files content. The respec%ve cropping parameters
are effec%ve immediately.

6. Context-menu when right-clicking in the folder/desktop background

6.1. "AVConvert - open configura�on panel"

Clicking  this  menu  entry  will  open  up
AVConvert's configura%on panel where you can
view and  tweak  parameters  like  video  codec,
video output resolu%on, video frame rate and
audio bit rate in categorised sec%ons. The panel
might  need  some  %me  to  open  on  some
systems. This is due to it having to extract some
Python  components  it  is  based  on  in  the
background. If op%ons you tweak dispose of a
SAVE bu5on, the la5er has to be clicked on to
make your changes take effect. Note that if you
launch  this  panel  from  a  folder  background
context-menu, you cannot delete that par%cular
folder while the panel is open. Also note that if
you reset AVConvert to its default se3ngs while
the panel is  open, values shown on the panel
will not reflect the reset! Whenever a "Save" bu5on is present next to an op%on, you have to click on it in order to
make your change take affect.

6.2. "AVConvert - context-menu configurator"

Clicking this menu entry will open up AVConvert's context-menu configurator which allows you to customize which
MKV context-menu entries will  be shown. By default,  the MKV context-menu, which is  the one offering the most
op%ons in AVConvert, includes approximately 20 context-menu entries plus their respec%ve sub-menus. If you don't
want to have some of these shown, simply disable the ones you want to temporarily hide by unchecking them in the
configurator panel. Toggling will take effect immediately.

6.3. "AVConvert - record screen video ..."

In this menu you can create a video of what's currently happening on your screen. In order for this to work reliably on
most computers, screen video recordings are made at only 12 frames per second and without audio! You can later use
AVConvert's muxing feature to losslessly add audio that has been prepared separately.

Make sure to first specify a target folder for your screen videos in AVConvert's global se3ngs menu, accessible via the
folder or desktop background context-menu. Important: Be sure to include a backslash at the end of the path name
(like in D:\My screen videos\) or else the path will not be recognised correctly!
In the global se3ngs menu you can also determine whether the mouse pointer should be included into screen videos
or not. By default it will be included. Any currently specified insert %tle, text or logo overlay will be inserted into the
screen video during its crea%on! If you don't want to include any of those overlays, either disable them in the overlay
se3ngs menu or specify blank images and make sure the text overlay file is empty.
The sub-menu entry A. of the screen video menu allows you to record a full-screen video. Using this op%on, output
video  is  always  resized  to  1080p,  regardless  the  actual  size  of  the  screen  and  regardless  the  se3ngs  made  in
AVConvert's video encoding quality menu. In case you do want to include overlays, make sure that they are in 1080p
resolu%on.
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Sub-menu entry B. allows you to record the en%re desktop on a 4k screen in up to 2160p. This also happens at a
reduced frame rate of 12 fps and with no audio being recorded. The frame rate is reduced because screen capturing in
4k resolu%on is a very challenging task for most computers. The reduced frame rate helps avoiding lost frames. Even if
frames do get lost, you will probably not no%ce
it. Also, you can add a fi3ng audio stream later
which will  conceal any possible video glitches.
You  can  choose  to  have  the  output  video
resized to your desired output resolu%on during
the capturing process and you can also opt to
include %tle, text and/or logo overlays. Be sure
to specify 4k-resolu%on overlay files in this case.

6.4.  "AVConvert  -  recursively  concat  MP3

/M4A/OPUS files in all sub-folders"

Note: You won't find any of the concatena%on
op%ons  when directly  right-clicking  a file  or a
folder!  Instead,  right-click  the  empty
folder/desktop  background  area,  one  folder
level above the files. Also note that in order to
have the files concatenated, they must all share
the same sample rate and audio channel count and none of the file names must have single quotes/apostrophes or
special characters in it! Blank spaces, points, dashes, ampersands and underscores are allowed.
The concatena%on entries allow you to losslessly batch-concatenate all MP3/M4A/OPUS files located in various sub-
folders of the one you right-clicked into (empty folder background) in one click! The concatenated files will get the
folder name followed by the suffix " - full album" and the file extension of the format you chose for the concatena%on.

6.5. "AVConvert - se8ngs for text overlays ..."

This menu allows you to manage all text overlay-related se3ngs like the name of font being used and the font's size.

6.6. "AVConvert - open/highlight currently memorized files ..."

This menu allows you to view the current AVConvert image or video overlay files in the system's default image viewer
or have them highlighted in Windows Explorer in order to quickly locate them.

6.7. "AVConvert - applica�on se8ngs …"

This menu encompasses all applica%on-related se3ngs. You can

• specify the folder where screen videos will be saved. Important: Make sure to include a backslash at the end
of the path name like in D:\My screen videos\ or else the path will not be recognised correctly!

• open screen video recording directory in Explorer
• set custom background color
• show FFmpeg version used by AVConvert
• show FFprobe version used by AVConvert
• reset all user-customisable se3ngs to their defaults. The output frame rate is the only se3ng that is not reset
• view all current se3ngs and parameters
• open an overview of all parameters incl. annota%ons
• open the PDF help file
• open the narrated help playlist
• open AVConvert's web page in your default browser
• en%rely unregister AVConvert from your system in order to completely remove it or update it to a newer

version
• display registered AVConvert version number
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7. Recommended video edi�ng workflow

In the following paragraphs, I'd like to lay out my recommended workflows for video edi%ng with AVConvert. Let's
assume that you just came back from your holidays and have memory cards full of raw video clips and photos. Here's
what I'd recommend doing in order to quickly get a high-quality preview video of all your video material:

First, copy all raw video and image files to your computer's internal hard drive, preferably to a very fast NVMe drive.
Create one folder for the video clips and another one for images. In order to get a fast overview of all your video clips,
you can right-click one of them and choose "AVConvert - losslessly concatenate MKVs …" and then "1a. concatenate all

MKVs in folder". All Video clips will  get concatenated with extreme speed and without quality loss. Note that this
process will require the same amount of storage space already occupied by the raw video clips! The sub-menu of the
concatena%on context-menu offers mul%ple ways to concatenate video clips. If you already assembled a long enough
music bed file, you can opt to automa%cally have it underlaid under the concatenated video right aNer concatena%on
is complete - all in one step.

For more advanced video edi%ng, I'd recommend the following workflow: ANer copying all raw files to the computer's
hard drive as explained in the previous paragraph, we wanna convert all  clips to the planned des%na%on format. I
typically go for an output resolu%on of 2160p, video codec should be the very efficient h.265, frame rate remains at 25
fps that all raw video clips already have and audio will get converted from the original uncompressed PCM to AAC 256
kbps. In  order  to have all  clips converted with  these parameters,  only  a single  parameter  has  to be changed in
AVConvert's configura%on panel: video codec has to be set to from h.264 (default) to h.265. This efficient codec will
get file sizes of all clips down to 1/10th of their original size. I accept this one re-compression pass of my material in
order to shrink file sizes while keeping the original 4k resolu%on. By default, AVConvert will re-compress video footage
using CRF (constant rate factor = desired output quality level) of 25 which yields very good image quality with virtually
no perceivable artefacts.

Once all video clips have been converted to 4k and h.265 which may take something like 3-6 %mes the accumulated
playback %me of the footage (same %me it would take to do this in any other video app), virtually all subsequent
processes will be carried out losslessly at extreme processing speeds and, thus, in a ma5er of seconds. The one-%me
re-compression pass will take up most of the edi%ng %me. It takes a li5le bit longer than the typical, final rendering
pass from your video editor because it re-compresses the en%re material while rendering out the final video from a
video editor renders only selected, trimmed material. On the other hand, most of the remaining tasks in AVConvert
like automa%c trimming and concatena%on take seconds and the final concatena%on and audio muxing pass takes
about 1 minute for a 1-hour 4k video. This means that changes you wanna make to your video later on (like a complete
reassembly of all processed and trimmed clips in different ways) can be accomplished in virtually no %me while even
the smallest change you'd like to make to a video that has to be rendered from a video editor will require an en%re
rendering pass of the same lengths as the previous one (typically half an hour or more).

Hints and �ps

• For more informa%on and video tutorials regarding AVConvert, please visit my AVConvert YouTube playlist at:
h5ps://www.youtube.com/@SonicAxiom/videos

• By default, Windows Explorer won't allow to highlight more than 15 files at the same %me to perform batch-
processes on them. If you want to get rid of this limita%on, AVConvert provides a reg file located in its "REGs"
sub-folder.  Double-click  the  file  named "show context  menu  when up to  500  files  are  selected.reg"  and
confirm the prompt in order to set the limita%on to 500 files. Be aware that performing CPU-heavy processes
like video rendering on more than 15 video files at the same %me will probably freeze or even crash your
computer since even a single FFmpeg process a5empts to make use of all system resources.

• If the DOS conversion process window terminates immediately, this indicates that the chosen op%on could
not be performed. This typically happens when you moved previously memorized files (videos, images or
audio files) to a different loca%on, renamed them or deleted them. In such a case, browse to these files and
register them again at their current loca%on and with their current name.
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• If you can't seem to find processed, see if AVConvert has created a new output sub-folder inside the folder
you were working in in order to improve organisa%on of processed files.

• AVConvert cannot process remote files that are stored in shared network folders! Copy those files to your
local hard drive and move them back aNer processing is finished.

• An AVConvert process may abort immediately if file names contain special characters since FFmpeg cannot
handle those correctly. Prior to manipula%ng media files, make sure that the file names do not contain any
single quotes/apostrophes ('), brackets or characters like ä, ß, ñ, ç, Ê, etc.

• If you reset AVConvert to its default se3ngs while the parameter configura%on panel is open, values shown
on the panel will not reflect the reset! Close and re-open the configura%on panel in order for it to re-load the
reset values

• When muxing new audio stream(s) into a video file, you generally don't have to care about the audio file's
sample rate. However, if you plan to later concatenate mul%ple video clips, the sample rate does ma5er and
the concatena%on process will  only  work if  all  video files that  are ge3ng concatenated have audio with
matching format and sample rates!

• Working with M4V files that are DRM-copyright-protected will probably result in no or empty output files.

• In order to check and compare the bit rate progression of one or more video files over %me, you can use the
free FFBitrateViewer soNware. It can plot the bit rate in different modes and also export the plots as images.
Make sure to coy ffprobe.exe from AVConvert's folder into the folder you extracted FFBitrateViewer to since it
needs it to work.

• When you launch AVConvert's Configura%on Panel from a folder's background context-menu, that specific
folder cannot be deleted un%l the panel is closed.

Known issues

• Replacing ffmpeg.exe currently shipped with AVConvert (v. 5.1.2) by a newer one will brake mul%ple features.
It's recommended keeping the bundled version. AVConvert already u%lises the also bundled ffmpeg8.exe for
specific tasks.

• Make sure to have no special characters in the path where you extract AVConvert

• Make sure no blank spaces are used in file names of cropping templates or else the values stored in such a file
can't be loaded properly.

• The "smart-overlay �tle" op%on in the MKV video conversion context-menu may produce a very brief glitch in
the video at the loca%on where the re-rendered sec%on gets concatenated with the unaltered sec%on of the
video (duplicated frame). Audio plays without a glitch. Depending on the content of the video, the video glitch
might not be no%ceable. 

• If you want to use special characters in text cap%on overlays (European characters like ä, ö, é, ß), please make
sure to set the text file encoding type to "UTF-8" in the save dialogue of the Windows plain text editor. Else,
some characters might not show at all or they are replaced by gibberish. The provided "sub�tle.srt" file comes
with the correct encoding, however, depending on what plain text editor you use to edit and save the file, the
original encoding may get lost.

• Conversion of MPG and VOB source files containing DVD mpeg video and mp2 audio will probably fail for
unknown reasons. Convert those files with a free third-party app like "Video to Video".
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• For  unknown  reasons,  launching  AVConvert's  Framerate  Converter  and  the  Video  Rota%on  Panel  can
some%mes  fail.  If  no  panel  is  shown  aNer  15  seconds,  open  Task  manager,  kill  the  respec%ve  process
"AVC_FR_CONV_GUI.exe" or "AVC_ROTATE_PANEL.exe" and then try to launch the panel again.

Important disclaimer

This soNware is provided as is in the hope that it will be useful. USE IT AT YOUR OWN RISK!
Make sure to thoroughly check the processed media files before dele%ng your precious source files!
I  refuse  any  liability  for  nega%ve  side-effects  following  the  use  of  this  soNware  like  file  corrup%on,  computer
malfunc%ons or data loss! You can use third-party system imaging soNware to protect you against system malfunc%ons
by crea%ng a system image before registering  AVConvert,  albeit,  it should be sufficient to create a backup of the
Windows Registry.

This manual is a constant work in progress. It may not always reflect all latest changes made to AVConvert.

Lincensing

AVConvert uses FFmpeg 5.1.2 and FFmpeg/FFprobe 8.0 (ffmpeg.org), licensed under the GNU General Public License
v3, as well as mkvmerge from the MKVToolNix package (mkvtoolnix.download, author: Moritz Bunkus), licensed under
the  GNU  General  Public  License  v2.  License  texts  and  source  code  links  are  provided  in  ...
\AVConvert\Resources\Licenses\THIRD_PARTY_NOTICES.txt. FFmpeg is a trademark of Fabrice Bellard. Many thanks to
the authors for providing their very useful tools!

AVConvert is Dona�onware! Please see page 1 of this document for informa%on on how to donate.

Contact

sonicaxiom@online.de
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